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Village of Morton Grove

Zoning Board of Appeals Agenda

February 21, 2023 - 7:00 P.M.
Flickinger Municipal Center, 6101 Capulina Avenue, Morton Grove, IL 60053

l. CALL TO ORDER
IL. APPROVAL OF MINUTES OF: December 19, 2022
. ITEMS TO BE CONTINUED: None

Iv. PUBLIC HEARINGS

CASE: ZBA 23-01
APPLICANT: David Gajek
8603 Ferris Avenue

Morton Grove, lllinois 60053

LOCATON: 8603 Ferris Avenue
Morton Grove, lllinois 60053

PETITION: Request for approval of variations from Section 12-4-2, 12-15-4, and 12-2-6:G to allow an
addition and garage on a nonconforming lot due to area and width

V. OTHER BUSINESS  None

VL. CLOSE MEETING

Note that all persons are welcome to attend the public meeting in-person as regularly scheduled. All persons in attendance will have the
opportunity to be heard during periods of public comment

Comments relating to this case may also be submitted no later than 12:00 p.m. on Tuesday, February 21, 2023, to
zheidorn@mortongroveil.org. All comments received in relation to this case will be read at the public hearing for consideration by the
Zoning Board of Appeals.



mailto:zheidorn@mortongroveil.org

MINUTES OF THE DECEMBER 19, 2022
MEETING OF THE ZONING BOARD OF APPEALS
VILLAGE HALL 6101 CAPULINA, MORTON GROVE, IL 60053

Pursuant to proper notice in accordance with the Open Meetings Act, the regular meeting of the Zoning Board of
Appeals was called to order at 7:00 PM by Vice Chair Kintner. Secretary Kirchner called the roll.

Members of the Board Present: Dorgan, Gabriel, Kintner, Liston, Mohr and Stein
Members Absent: Blonz (with notice)
Village Staff Present: Zoe Heidorn, Community Development Administrator

Anne Ryder Kirchner, Assistant Land Use Planner & Secretary
Jim English, Manager Building and Inspectional Services
Chris Tomich, Village Engineer

Ralph Czerwinski, Village Administrator

Trustees Present; Minx and Thill

Ms. Heidorn announced that the Village Board of Trustees officially appointed Chris Kintner as Vice Chairperson of
the Zoning Board of Appeals and Plan Commission as required by code.

Vice Chair Kintner described the procedures for the meeting. The Village and the applicant will present the case and
the Zoning Board of Appeals (ZBA) may ask questions of the applicant. Then, anyone from the audience will be
allowed to provide comment to the ZBA on the case. Four votes are required for approval, the Board decision is final
and no request that is not significantly different may be submitted for one year after the decision.

Vice Chair Kintner proceeded to seek approval of the September 19, 2022, meeting minutes.

Board Member Dorgan moved to approve the minutes of the September 19, 2022. Board Member Gabriel seconded
the motion.

Chairman Blonz called for the vote.

Board Member Dorgan voting aye
Board Member Gabriel voting abstain
Board Member Kintner voting aye
Board Member Liston voting aye
Board Member Mohr voting aye
Board Member Stein voting aye

Minutes approved.

Vice Chair Kintner then called for the first case.



CASE ZBA 22-22
APPLICANT: Elvira Pintilie
8700 Major Avenue
Morton Grove, IL 60053
LOCATION: 8700 Major Avenue

Morton Grove, IL 60053

PETITION: Requesting variations from Section 12-3-5 for maximum height, minimum transparency,
and sight line triangle requirements for a street side yard fence.

Ms. Heidorn noted the applicant is returning to the ZBA seeking variations to legalize an existing 6-foot-tall privacy
fence within a street side yard that does not provide required 10-foot sight line triangles where a public sidewalk
intersects with a private driveway and public alley at the property commonly known as 8700 Major Avenue. The
applicant is now proposing the removal of certain fence panels where two sight line triangles are required by Code in
order to provide better visibility and enhance public safety. The applicant is proposing a fence transparency of
approximately 37.78% in these two locations, within sight line triangles measuring an average of 7.34 feet at the
driveway and 6.43 feet at the alley. The triangles were determined by the placement of existing fence posts. The
fencing as it is installed today was approved by Building Department staff and installed under a valid fence permit
issued in September 2021. Staff was made aware of the zoning nonconformity and is continuing to work with the
applicant to bring the fencing into compliance through zoning relief and ensure it does not pose a public safety
hazard.

The applicants were sworn in by Secretary Kirchner.

Mr. Pintilie said the fence is was very expensive to construct, but he understands the safety requirements and the
need to modify the fence. He appreciated the effort of staff to work on changes to the fence that he finds acceptable
and would like the Board to accept this variation request.

Board member Liston asked if the sight line triangles will allow enough visibility for cars and pedestrians. He thanked
the applicant for working with the Village.

Ms. Heidorn said it will improve visibility, but it does not meet code requirements.
Mr. Dorgan said this is a very nice fence and he thanked the applicant for working with the Village.
Acting Chair Kintner asked if the fence as presented this evening is what the applicant is proposing.

Mr. Pintilie agreed with the fence as presented. Discussion ensued regarding the position of the small boards being
removed. This meeting is to seek a variation and the topic of monetary reimbursement is not part of this meeting.

Mrs. Pintilie asked why a neighboring fence was allowed without a variation. Staff notes that a property on Carol has
been issued a citation for installing a fence without a permit.

Vice Chair Kintner asked for public comment.



Mrs. Paly of 5706 Crain said she has no objections to the fence, she said the dead-end alley traffic is minimal. She
acknowledged the high quality of the fence and the owner's home. She said she is not sure the variation is even
needed, a mirror could be installed at the edge of the alley fence.

Board Member Mohr mad a motion for Case ZBA 22-19, that was corrected to reflect the motion listed below.

Board Member Mohr made a motion to approve Case ZBA 22-22, a request for variations from Section 12-3-5 for
maximum height, minimum transparency, and sight line triangle requirements for a street side yard fence for the
property commonly known as 8700 Major Avenue, subject to the following conditions:

1) The proposed fence shall be maintained in accordance with the plans submitted by the applicants in the
Variation Application dated 11/14/2022.

The motion was seconded by Board Member Stein.

Vice Chair Kintner called for the vote.

Board Member Dorgan voting aye
Board Member Gabriel voting aye
Vice Chair Kintner voting aye
Board Member Mohr voting aye
Board Member Stein voting aye
Board Member Liston voting aye
Motion passes (6-0)

Vice Chair Kintner asked for any other business or discussion. Hearing none, Board Member Gabriel moved to
adjourn the meeting, seconded by Board Member Dorgan. The motion to adjourn the meeting was approved
unanimously pursuant to a roll call at 7:30 p.m.

Minutes respectfully submitted by Anne Ryder Kirchner.



= Village of Morton Grove

MORTON i GROVE Department of Community & Economic Development

Incredibly Close % Amazingly Open

To: Chairperson Blonz and Members of the Zoning Board of Appeals
From: Zoe Heidorn, Community Development Administrator
Anne Ryder Kirchner, Assistant Land Use Planner
Date: February 14, 2023
Re: ZBA 23-01: 8603 Ferris Avenue (10-20-112-007-0000)

Request for variations from Sections 12-4-2:D, 12-15-4, and 12-2-6:G to allow the expansion of a
principal structure and the construction of a detached accessory structure on a nonconforming lot
due to area and width

STAFF REPORT

Public Notice

The Village of Morton Grove provided public notice for the February 21, 2023, Zoning Board of Appeals public hearing for ZBA
23-01 in accordance with the Unified Development Code. The Morton Grove Champion published a public notice on February
2,2032. The Village mailed letters on January 31, 2023, notifying surrounding property owners, and placed a public notice
sign on the subject property on January 31, 2023.

Request Summary St
Property Background 85225 35835 o 18 H .
The property at 8603 Ferris Avenue (“subject 18e88ads s % s . =
property”) is an interior lot located on the east —il : 8
side of Ferris Avenue, between Capulina §88p 8888 bt : H B
Avenue and Lincoln Avenue. The 3,100-square- = p 3 se0r
foot subject property is within an R-3 General _ SENTaR R == — 2 g
Residence District and is improved with a four- 8502 § a I 5
bedroom single-family residence and parking — g 2

pad located along the rear lot line. An improved 2 2 5 | &
public alley abuts the subject property to the A i 3 -
east. Surrounding properties are also zoned R- 3 - f
3 General Residence and are improved with B g
single-family dwellings, two-family dwellings, B 3 ] -
and multi-family dwellings. Properties to the B2, 3 g

west across Ferris Avenue are townhomes
(Lexington Walk) zoned in the C/R
Commercial/Residential District.
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Subject Property Location Map
Application Overview
The applicant and homeowner, David Gajek is requesting waivers from Section 12-4-2:D and 12-15-4 to authorize the
construction of a first-floor addition and detached garage, which will increase the property’s floor area, as defined by Section
12-17-1. The proposed kitchen addition is to be built on the south side of the principal structure and will add interior floor area
measuring approximately 3 feet by 1.5 feet, or 4.5 square feet. The addition’s footprint will be within an existing open porch
and will not encroach into the existing south side yard, which is a nonconforming 3.9 feet, or the 5-foot required side yard.

A new 18-foot by 22-foot detached garage is proposed within the property’s rear yard. The garage will provide a conforming
setback of 3 feet from the north side lot line, 4 feet from the south side lot line, and 3 feet from the rear lot line. Staff notes that
with a proposed overhang of over 12 inches for eaves and gutters, the proposed garage encroaches into the required north
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ZBA 23-01 8603 Ferris Avenue
February 14, 2023

side setback by more than the 20% of the required
setback (7.2 inches) permitted by Section 12-2-6:G.
The ZBA may authorize a variation to allow the
nonconforming encroachment or require that the
encroachment be reduced to a conforming 7.2 inches
or less. In terms of rear yard and lot coverage, the
proposed garage does not cause nonconformities with
rear yard impermeable coverage (maximum 50%), rear
yard accessory structure coverage (maximum 30%), or
overall lot impermeable coverage (maximum 65%).

The subject property has a nonconforming lot area of
3,100 square feet, 1,900 square feet less than the R-3
District minimum of 5,000 square feet. With a lot width

TO EXISTING

Proposed Additional Interior Floor Area

Requested Variations

of 25 feet, the subject property also does not comply
with the minimum lot width of 45 feet set forth in
Section 12-4-2:D. The subject property, which was

subdivided before August 4, 1959, is an existing nonconforming lot due to area and width. Pursuant to Section 12-15-4:A, the
Zoning Board of Appeals must authorize the expansion or alteration of structures located on nonconforming lots.

The following provides a summary of the requested variations based on Unified Development Code requirements:

Dimensional Control Code Requirement Existing Proposed Waiver Request
- Approval of the expansion of
an(qgﬂ_léf)s)Area 5,000 sq. ft. 3,100 sq. ft. No change a structure on a
' nonconforming lot (12-15-4:A)
.. . Approval of the expansion of
M|n|n(11u 2’1'_'20_ B\)N'dth 45 ft. 296 ft. No change a structure on a
' nonconforming lot (12-15-4:A)
11.09 ft.
- (average front yard of
Minimum Front Yard buildings within 100 16.8 . No change Compliant
(12-4-2:D)
feet along the block
face, 12-2-6:D.1)
North side yard:
Minimum Side Yard 0.5ft. Noncompliant — no waivers
) 5ft. No change
(12-4-2:D) South side yard: requested
3.9
Minimum Rear Yard .
(12-4-2.D) 30 ft. 69 ft. No change Compliant
Maximum Floor Area Ratio .
(12-4-2:D) 0.60 0.44 0.58 Compliant
Maximum Lot Coverage 0 0 0 .
(12-4-2:D) 65% 32 % 45% Compliant
Construction, Expansion, or | "ermitted if ZBAfinds it ,
. meets variance . Approval of the expansion of
Alteration of Structures on Nonconforming
N . standards and does not ; No change a structureon a
onconforming Lots adverselv affect lot width & area formina lot
12-15-4:A) aversely nonconforming lo
( adjomlng property




ZBA 23-01 8603 Ferris Avenue
February 14, 2023

Encroachment of Eaves and 0 . Waiver to allow an
Gutters h::t)lgaii/z (;fﬁgs:s: N/A > 12 inches encroachment of eaves and
(12-2-6:G) ' gutters of < 12 inches

As shown in the table above, the following variation is required to approve construction of an addition and detached garage as
proposed by the applicant:
o  Section 12-15-4:A.2: Waiver to allow the alteration and expansion of a nonconforming principal structure on a

nonconforming lot due to lot width and lot area.
o Section 12-2-6:G: Waiver to allow the encroachment of eaves and gutters into a required setback of 3 feet by more
than 20%

Discussion

The subject property is nonconforming with respect to lot width and lot area, and the existing principal structure is
nonconforming with respect to side setbacks. Any expansion or alteration of the existing structure must be approved by the
ZBA. If the ZBA chooses to approve the applicant’s request, only the project proposed in the application will be authorized.
The existing principal structure and lot will remain nonconforming but are permitted to continue under protection of Chapter
12-15, Nonconformities. Any future expansion or alteration of the principal structure will require further review and approval by
the ZBA.

Variation Standards

The Zoning Board of Appeals can approve the application as
presented, approve it with conditions, or deny the application
based on the following standards, established in Section 12-
16-3:A:

a. Not Self-Imposed: The alleged difficulty or hardship is
caused by this title and has not been created by any
persons presently having an interest in the subject
property.

b. Nonmonetary Considerations: The circumstances or
conditions are such that the strict application of the
provisions of this title would deprive the applicant of a
reasonable use of his land. Mere loss in value shall =
not justify a variation.

MalA Auadoud joalgng

c. Not Detrimental to Public Welfare: The granting of any
variation is in harmony with the general purposes and intent of this title and will not be detrimental to the public
welfare or to other property or improvements in the neighborhood.

d. Not Detrimental to Neighborhood: The proposed variation will not impair an adequate supply of light and air to
adjacent property, substantially increase congestion in the streets, increase the potential damage of fire, endanger
the public safety, or alter the character of the neighborhood.

The applicants provided their responses to these standards in the Variation Application.

Recommendation
Should the Board approve Case ZBA 23-01, staff recommends the following motion and conditions:

The Zoning Board of Appeals approves Case ZBA 23-01, a request for variations from Sections 12-4-2:D, 12-15-4, and
12-2-6:G to allow the expansion of a principal structure and the construction of a detached accessory structure on a
nonconforming lot due to area and width, subject to the following conditions:



ZBA 23-01 8603 Ferris Avenue
February 14, 2023

1)  The proposed addition shall be constructed in accordance with the plans submitted by the applicants in the
Variation Application dated 12/23/2022.

2) The applicants shall file all necessary plans and applications, for review and approval, and secure all necessary
building permits prior to the commencement of construction.

Attachments
Application and related materials (submitted by applicant)
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VARIATION APPLICATION

-

A AN Village of Morton Grove
MORTON GROVE D:apagrt?ngnt o? Communit\ylt Development

6101 Capulina Avenue Morton Grove, lllinois 60053
(847)663-3063(p) (847)965-4162 (f)

CASE NUMBER: 2301 DATE APPLICATION FILED: L 2 !9\3 l L —

APPLICANT INFORMATION

Applicant Name: D AVLD ek

Applicant Address: §o 3 Ferris Avere p9%%
Applicant City / State / Zip Code: M effen e L £553
Applicant Phone: ( ##4) 322 - 3213
—
Mobil / Other: ( )
Applicant Emai: Aﬁ .;‘}'eld-(f;* Come nfFoek
Applicant Legal Interest in Prope (Owner, Tenant, Etc.): __ Owne
Applicant Signature: / 1S <2

7

PROPERTY INFORMATION

9603 Ferris Avenue
10-20-112-007-0000

Common Address of Property:
Property Identification Number (PIN):
Zoning District: _R3 ____ Property’s Current Use:

APPLICANT’S REQUEST (ATTACH ADD!TIONAL SHEETS AS NECESSARY):

1. Applicant is requesting a Variation from the following section of the Unified Development
Code:

for the following: Bl dina o AsA~efi) La VI 2) el aec AVD
/ 7 7 " pE—
Extendinc ki4tchen .



9603 Ferris Avenue

Single-family

R-3

10-20-112-007-0000

23-01


2. Please provide detailed information to explain why the variation is being requested:
l’) A soraac ix _nrede ., Evty~ a¢ /sb b/ 2 potfye L’ﬁf
/ J 7 7 7S T | 0/

T ﬂ \
R e ol pulery,
_2_\ I‘ Latiay e A A M et 4 a4~ Lipg — M(/%

IQ'\DZ7C fﬂ( My/p( AN _s‘[”jh’/‘ G~/=/—:’_/'1L 14'/‘ L&;cfém’

3. Provide responses to the Variation standards as listed in Section 12-16-3-A-2 of the Unified
Development Code. The Variation standards are as follows:

a. Not Self-Imposed: The alleged difficulty or hardship is caused by this title and has not been
created by any persons presently having an interest in the subject property.

This %mjc At Wat Ast beeq  ereoted by 'ﬁf)}q
Vi gL ng frfplf‘?h-/'}] FrAVA) in +CPfJ'f- 2 ’nr\_c
\owd  lanr  clreted Hhis Usve,

b. Nonmonetary Considerations: The circumstances or conditions are such that the strict
application of the provisions of this title would deprive the applicant of a reasonable use of his
land. Mere loss in value shall not justify a variation.

AN T's J'p/‘o}(d-— wll  ast  be c\f/“)‘rk—«t o
,';'lr7"o{(-/nh‘—2/l 4+ Hhe valee .J‘L e

lend .

c. Not Detrimental to Public Welfare: The granting of any variation is in harmony with the general
purposes and intent of this title and will not be detrimental to the public welfare or to other
property or improvements in the neighborhood.

/n«e. g)f‘a:n’c'k ) VJI | ( V\0+ O‘C’""ff'—ﬂn'{?«l o
e ?441,4&?(, welbove  er o6 io.m{;ﬂh'rr‘
Soils ut\cU/L:; the hon e

d. Not Detrimental to Neighborhood: The proposed variation will not impair an adequate supply
of light and air to adjacent property, substantially increase congestion in the streets, increase the
potential damage of fire, endanger the public safety, or alter the character of the neighborhood.
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INTERIOR REMODELING
& NeW Dt TACHED
CARAGE DRAWINGS AT
FAISTING RESIDENCE
3005 FERRIS AVE.
MORTON GROVE [L.60023

1. All work must comply with the Village of Morton Grove’s adopted building codes and amending ordinances. See

website for codes: http://www.mortongroveil.org/business/building-and-construction-codes/

BUILDING CODES
AND
ZONING ORDINANCES

1. THIS PROJECT IS TO COMPLY WITH,
AND HAS BEEN DESIGNED IN
ACCORDANCE WITH THE FOLLOWING
GOVERNING AUTHORITIES:

International Building Code, 2018 edition with local amendments
International Existing Building Code, 2018 edition with local amendments

International Residential Code for One and Two—Family Dwellings,
2018 edition including Appendices A, B and K with focal amendments

International Fuel Gas Code, 2018 edition including Appendices A and B
International Mechanical Code, 2018 edition with local amendments

llinois Plumbing Code, 2014 edition with local amendments

National Electrical Code, 2011 edition with local amendments

International Property Maintenance Code, 20138 edition with local amendments

International Fire Prevention Code, 2018 edition with local amendments

Life Safety Code (NPFA 101), 2000 edition with local amendments

The International Energy Conservation Code, 2013 edition, with [llinols Amendments

ENERGY CONSERVATION CODE NOTES
1. ATTIC ACCESS PANELS MUST BE INSULATED TO MATCH ATTIC AND MUST BE WEATHER STRIPPED (SECTION R402.2.4)

2. SECTION R402.4.1. AND TABLE R402.4.1.1 THE BUILDING THERMAL ENVELOPE SHALL BE DURABLY SEALED TO LIMIT
INFILTRATION THE SEALING METHODS BETWEEN DISSIMILAR MATERIALS SHALL ALLOW FOR DIFFERENTIAL EXPANSION AND CONTRACTION.
THE FOLLOWING SHALL BE CAULKED GASKETED, WEATHER STRIPPED OR OTHERWISE SEALED WITH A AIR BARRIER MATERIAL SUITABLE FILM
OR SOLID MATERIAL, AND INSTALLED IN ACCORDANCE WITH MANUFACTURES INSTRUCTIONS:

. AR BARRIER AND THERMAL BARRIER
CEILNG / ATTIC
WALLS
WINDOWS, SKYLIGHTS AND DOORS
RIM JOISTS
FLOORS (INCLUDING ABOVE GARAGE AND CANTILEVERED FLOORS)
CRAWL SPACE WALLS
. SHAFTS, PENETRATIONS
NARROW CAVATIES
GARAGE SEPARATION
RECESSED LIGHTING
PLUMBING AND WIRING
SHOWER / TUB ON EXTERIOR WALL
ELECTRICAL / PHONE BOX ON EXTERIOR WALL
. HVAC REGISTER BOOTS
. FIREPLACE

VOZErXe~TOMMOO®D >

NOTE: REFER TO TABLE R402.4.1.1 FOR THE INSTALLATION CRITERIA FOR THE ABOVE BUILDING COMPONENTS

3. THE FIREPLACES SHALL HAVE GASKETED DOORS, TIGHT FITTING FLUE DAMPERS AND OUTDOOR COMBUSTION AR.
(SECTION R402.4.2)

4. WINDOWS AND SLIDING GLASS DOORS LIMITED TO NO MORE THAN 0.3CFM PER SQUARE FOOT AIR LEAKAGE.
SWINGING DOORS LIMITED TO NO MORE THAN 0.5CFM PER SQUARE FOOT. (SECTION R402.4.3.)

5. RECESSED LIGHT FIXTURES INSTALLED IN BUILDING THERMAL ENVELOPE SHALL BE:
A. IC-RATED AND LABELED (SUITABLE FOR INSULATION CONTACT).

6. AT LEAST ONE THERMOSTAT SHALL BE PROVIDED FOR EACH SEPARATE HEATING AND COOLING SYSTEM. AT LEAST
ONE THERMOSTAT SHALL BE PROGRAMMABLE. (SECTION R403.1.1)

7. IN AN UNCONDITIONED SPACE, SUPPLY DUCTS IN ATTICS SHALL BE INSULATED TO A MINIMUM R-8. ALL OTHER DUCTS
SHALL BE INSULATED TO A MINIMUM R-6. (SECTION R403.2.1)

8. ALL DUCTS, AIR HANDLERS, FILTER BOXES USED AS DUCTS SHALL BE SEALED AT ALL
JOINTS AND SEAMS. DUCT TAPE OR ANY OTHER UNLISTED TAPE IS NOT PERMITTED. (SECTION R403.2.2)

9. BUILDING FRAMING CAVITIES SHALL NOT BE USED AS SUPPLY DUCTS. (SECTION R403.2.3)

10.  MECHANICAL SYSTEM PIPING CAPABLE OF CARRYING FLUIDS ABOVE 105 DEGREES FAHRENHEIT SHALL BE
INSULATED TO A MINIMUM R-3. (SECTION R403.3)

11. ALL CIRCULATING SERVICE HOT WATER PIPING SHALL BE INSULATED TO A MINIMUM OF R—3 WITH A READILY
ACCESSIBLE MANUAL SWITCH THAT CAN TURN OFF THE HOT WATER CIRCULATING PUMP WHEN THE SYSTEM IS NOT IN USE.
(SECTION R403.4.1 AND 403.4.2)

12. OUTDOOR AR INTAKES AND EXHAUSTS SHALL HAVE AUTOMATIC OR GRAVITY DAMPERS THAT CLOSE WHEN THE
VENTILATION SYSTEM IS NOT IN USE. (SECTION 403.5)

13. A MINIMUM OF 90 PERCENT (90%) OF THE LAMPS IN PERMANENTLY INSTALLED LIGHT FIXTURE SHALL BE HIGH
EFFICIENCY LAMPS. (SECTION R404.1)

14. SECTION R402.4.1.2 TESTING:
BUILDING SHALL BE TESTED AND VERIFIED AS HAVING AN AIR LEAKAGE RATE OF NOT EXCEEDING 3 AIR CHANGER
PER HOUR. TESTING SHALL BE CONDUCTED WITH A BLOWER DOOR AT A PRESSURE OF 0.2 INCHES w.g. (50
PASCALS). WHERE REQUIRED BY THE CODE OFFICIAL, TESTING SHALL BE CONDUCTED BY AN APPROVED THIRD
PARTY.

15. A PROTECTIVE COVERING IS INSTALLED TO PROTECT EXPOSED EXTERIOR INSUL. AND EXTENDS A MINIMUM OF 6

16. AR BARRIER AND THERMAL BARRIER INSTALLED PER MANUFACTURER'S INSTRUCTIONS

17. PASSIVE RADON SYSTEM INSTALLED.

18. BUILDING PRIOR TO OCCUPANCY SHALL BE TESTED TO VERIFY THAT MEASURED LEVELS WITHIN THE HOME DO NOT EXCEED 4pCi/L (EPA)

ENERGY CONSERVATION CODE 2018

INSULATION AND FENESTRATION REQUIREMENTS BY COMPONET PER TABLE 402.1.1
— INTERNATIONAL ENERGY CONSERVATION CODE
PRESCRIPTIVE METHOD USED

IF ANY CONFLICT OCCURS BETWEEN PLAN AND LIABILITY INSURANCE:

CODES THE SPECIFIC CODE SECTION SHALL APPLY. 1. PROVIDE LIABILITY INSURANCE (HOLD HARMLESS AGREEMENT): THE CONTRACTOR SHALL
MAINTAIN CONTRACTURAL LIABILITY INSURANCE TO COVER LIABILITY ASSUMED UNDER
THE FOLLOWING AGREEMENT:

2. CONTRACTOR AND ANY SUB—CONTRACTOR SHALL INDEMNIFY AND SAVE HARMLESS

DRAWING INDEX DAWID GAJEK HEREINAFTER CALLED OWNER

AND ARCHITECT AND THEIR PARTNERS, AGENTS, AND EMPLOYEES AGIANST ANY LOSS,

DAMAGE OR EXPENSE FOR WHICH THE OWNER AND ARCHITECT MAY BECOME LIABLE ON

T — GENERAL NOTES , SITE PLAN ACCOUNT OF BODILY INJURY INCLUDING DEATH, OR PROPERTY DAMAGE SUSTAINED BY

T _ SPECIICATIONS ANYONE WHICH MAY ARISE OUT OF OR THE RESULT FROM THE OPERATIONS OR THE
CONTRACTOR OR OF THOSE EMPLOYED BY HIS AGENTS OR SERVANTS INCLUDING

S DETALS HIS SUB-CONTRACTOR, IN THE EXECUTION OF ANY WORK INCLUDED UNDER THIS CONTRACT.
WHETHER OR NOT IT SHALL BE CLAIMED THAT THE INJURY OR DAMAGE WAS CAUSED

A1~ EXISTING HOUSE ALTERATIONS & ELECTRICAL PLAN THROUGH A NEGLIGENT ACT OR OMISSION OF THE OWNER AND ARCHITECT, THIER AGENTS.

(S1 = NEW DETACHED GARAGE PLANS SERVANTS OR EMPLOYEES, OR BY ANY OTHER PERSONS WHOW-SOEVER: AND CONTRACTOR

SHALL, AT HIS OWN EXPENSE, APPEAR, DEFEND PAY ALL COSTS, AND EXPENSE, INCLUDING
ATTORNEY'S FEES AND PAY ALL JUDGEMENTS IN CONNECTION WITH LIABILITY ASSUMED

HERE UNDER.
3. THE FOLLOWING INDEMNIFICATION SHALL ALSO INCLUDE ALL LIABILITY OF THE OWNER,
ARCHITECT AND OTHER MENTIONED PERSONS ARISING UNDER THE SO CALLED
EACIQ\NN/SA\-E;REL:AC:EEQFNN CSDI_P-EES "STRUCTURAL WORK ACT" (CH. 48, SEC. 60-69, ILLIN OIS REVISED STATS).
° 4. EACH AND EVERY CONTRACTOR AND SUB—CONTRACTORS WHEN ACCEPTING CONTRACTUAL
1. A TEMPERARY CONSTRUCTION SIGN — NOT REQUIRED. OBLICATIONS FOR THIS PROJECT SHALL UNDERSTAND THAT A PREREQUISITE TO ANY
2. HAUL ROAD—THRU FRONT DRIVEWAY OF THE PROPERTY. OPERATION AT PROJECT WHETHER FILED WITH OWNER OR NOT, THAT THEY HAVE IMPLIED

AGREEMENT TO THE ABOVE ITEM, (HOLD HARMLESS AGREEMENT AND ITS SPECIFIC WORDING.)

1. Install 4" address numbers on front of house 4" tall with contrasting colors.
2. Downspouts cannot discharge towards neighbor’s property.

CLIMATE | FENESTRATION [ SKYLIGHT | GLAZED CEILING [ woOD MASS FLOOR [ BASEMENT | SLAB CRAWL SPACE
ZONE U — FACTOR |U — FACTOR FENESTRATION | R—VALUE| FRAME WALL | WALL R—VALUE | WALL R—VALUE | WALL
SHGC R-VALUE  [R-VALUE R-VALUE | & DEPTH [R-VALUE
5 & CASEMENT: R-10
MARINE  |0.30 0.55 N/A R-49 R-20 N/A R-30 10/13 FIRST 15/19
4 or 1345 2'-0"

¥ R-38 IS ACCEPTAVLE WHEREVER THE FULL HEIGHT OF UNCOMPRESSED R-38 INSULATION
EXTENDS OVER THE WALL TOP PLATE AT THE EAVES (SECTION 402.2.1 IECC)

DESIGN CRITERIA
LIVE LOAD CRITERIA

DWELLING UNITS AND SLEEPING ROOM 40 PSF

DECKS & BALCONY 100 PSF
BALCONY RAILINGS 100 LB / FT
ROOF SNOW 25 PSF
WIND MWFRS 20 PSF
WIND C&C 20 PSF, INTERIOR ZONE
WIND C&C 25 PSF, CORNER ZONE

1. A TEMPORARY CONSTRUCTION SIGN — NOT REQUIRED.
2. HAUL ROAD-THRU FRONT DRIVEWAY OF THE PROPERTY.

NOTE:

SURVEYOR AND OR CIVIL ENGINEER TO VERIFY

ALL REQUIRED SET BACK BY GOVERNING CODES

AND ORDINANCE PRIOR OF STACKING THE NEW CONSTRUCTION, THE
ARCHITECT DOES NOT GUARANTEE SET BACKS

IF ANY CONFLICT OCCURS BETWEEN PLAN AND
CODES THE SPECIFIC CODE SECTION SHALL APPLY.
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FAX (847) 823-1664
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EL. (847) 823-5664
Email = antonio.fanizza@comcast.net

363 LECHNER LANE

ANTONIO FANIZZA ASSOC. LTD
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© 2022 ANTONIO FANIZZA ASSOC. LTD.
THESE DRAWINGS AND SPECIFICATIONS ARE
PROPERTY OF ANTONIO FANIZZA ASSOC.
LTD., WERE PREPARED FOR USE ON THIS
SPECIFIC SITE AND FOR A SPECIFIC DATE
AND SHALL NOT BE COPIED, OR REPRO-—
DUCED IN ANY FORM OR MEANS AVAILABLE
WITHOUT WRITTEN AUTHORIZATION.
UNAUTHORIZED USE IS NOT ALLOWED. IT IS
FURTHER ASSUMED PRIOR OF DRAWINGS
USE, ALL FEES HAVE BEEN PAID IN FULL.
FAILURE TO DO SO, THE USER WILL BE
RESPONSIBLE FOR ALL COURT COST AND
LEGAL FEES.

| HEREBY CERTIFY THAT THIS PLAN AND
SPECIFICATION WAS PREPARED BY ME

OR UNDER MY DIRECT SUPERVISION AND
THAT | AM A DULY REGISTERED ARCHITECT.
UNDER THE LAWS OF THE STATE OF ILLNOIS
AND THE VILLAGE OF SCHILLLER PARK CODES
& ORDINANCES. THEY ARE IN COMPLIANCE
WITH ALL APPLICABLE CODES INCLUDING
THE ENVIRONMENTAL BARRIERS

ACT (410-ILCS) AND THE ILLINOIS
ACCESSIBILTY CODE (71 ILL. ADM. CODE
CODE 400)."  AS SIGNIFIED BY MY HAND
AND SEAL.

NO. REVISION

CERTIFICATION AND SEAL

12/14/2022
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ASPHALT SHINGLES

ALUM. FASCIA &
SOFFIT W/ ALLUM.
GUTTERS & D.S.

ASPHALT SHINGLES
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[ |CONC. SPLASH
]

SIDE ELEVATION

TYP. STRONG TIE DETAIL [ 2 |
A-2

GARAGE 396 SF

MST STRAP (10GA)
WITH 10-10 NAILS OR
16D SINKERS MIN.

EACH END

8d COMMON NAILS 6"

0.C. @ 2" 0.C.

PROVIDE 3/4" TH.
PLWD SHEATHING
WALL BRACING 16”

MN. TP 0 EA |

CORNER

1/2’1 0 8" LONG
TREADED ROD

ANCHORS W/SET.XP i
STRENGTH ADHESIVE

ASPHALT SHINGLES

RIGID FRAME( SEE DETAIL)

14’—10"

—

[
E FIBERCEMENT SIDING
+
[ \;
+
[ D.S.
+
[
+

D.S. CcONC. SPLASH
1

LT T 1T 1T T T 1T T T T T T T 7T

, 18'=0” | L

REAR ELEVATION

MST STRAP BY SIMPSON
STRONG TIE (10GA) WITH

= 10-10 NAILS OR 16D SINKERS

MIN. EACH END

/

—— DBL TOP PLATE

/ VERTICAL TDX5 HOLD DN TIE CORNER
@ EVERY CORNER (TYP.) x Ji
/ VERTICAL TDX2-TZ HOLD s BS\;R%MES%E

—~t—— (2) 1["x14” LVL HDR

(3)2X6 WD POST TYP. - 9-_/ GARAGE DOORS OR WINDOW
W/BLOCKING =—— OPNG W/IN 40" FROM

DOWN TIE TYP. EA SIDE OF
0.H. GARAGE DOOR

BASE PLATE

TYP. STRONG TIE DETAIL

SCALE: N.T.S

2x12 RIDGE

D.S.

14'—10" (MAX. 15 FT. HEIGHT)

2
1 STUD
TYP. DOOR EXTERIOR GRADE WD DOOR
W/ WEATHER STRIPPING AND FLASH'G
ON 4 SIDE , 1 3 PAIR BUTT HINGES,

LOCK SET AND ADJ. THRESHOLD

ASPHALT SHINGLES ON
15 |b FELT CLASS "C"
5/8 PLYWOOD
SHEATING W/ CLIPS
2x8 R. RAFTERS AT 16" o.c,

12" OVERHANG

SPLASH [/
v-;jll

BELOW GRADE /—

A

2x10 CL'G J. @16” o.c.

1/2 EXT. PLYWOOD
2x6 WD STUDS

AT 24" o.c.
FIBERCEMENT SIDING
ON TYVEK PAPER

'/ 5" CONC. SLAB POURED

MONOLITHICALLY o
WITH A CONT. 12"x 20" |
CONC. FOUND. AROUND

THE PERIMETER OF GARAGE

ON 4" GRAVEL FIL

TOP PLATE

/

ALUM. FASCIA

SOFFIT W/ ALLUM.
GUTTERS & D.S,

FAX (847) 823-1664
antonio.fanizza@comcast.net

ES PLAINES, ILLINOIS 60016

FL. (847) 823-5664

363 LECHNER LANE
Email

ANTONIO FANIZZA ASSOC. LTD

ARCHITECTS
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D
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D.S. CONC. SPLASH

\

TWO #5 REINF. BARS

PLACED AT THE PERIMETER
OF ALL CONC. MONOLITHIC
SLABS WITH INTEGRAL FT'G

18,—0"

\{%_w

|ITYP. CROSS—SECTION |

2x6 WOLM PLATE ANCHORED
TO SLAB W/ 1/2” @ BOLT
10" LONG SPACED 6' o.c.
PROVIDE ANCHOR BOLT WITH 12"
OF EACH CORNER AND MIN OF TWO
BOLTS PER SILL SECTION

(STRONG TIE)

© 2022 ANTONIO FANIZZA ASSOC. LTD.

THESE DRAWINGS AND SPECIFICATIONS ARE
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SPECIFIC SITE AND FOR A SPECIFIC DATE
AND SHALL NOT BE COPIED, OR REPRO—
DUCED IN ANY FORM OR MEANS AVAILABLE
WITHOUT WRITTEN AUTHORIZATION.
UNAUTHORIZED USE IS NOT ALLOWED. IT IS
FURTHER ASSUMED PRIOR OF DRAWINGS
USE, ALL FEES HAVE BEEN PAID IN FULL.
FAILURE TO DO SO, THE USER WILL BE
RESPONSIBLE FOR ALL COURT COST AND
LEGAL FEES.

| HEREBY CERTIFY THAT THIS PLAN AND
SPECIFICATION WAS PREPARED BY ME

OR UNDER MY DIRECT SUPERVISION AND
THAT | AM A DULY REGISTERED ARCHITECT.
UNDER THE LAWS OF THE STATE OF ILLNOIS
AND THE VILLAGE OF SCHILLLER PARK CODES
& ORDINANCES. THEY ARE IN COMPLIANCE
WITH ALL APPLICABLE CODES INCLUDING
THE ENVIRONMENTAL BARRIERS

ACT (410-ILCS) AND THE ILLINOIS
ACCESSIBILTY CODE (71 ILL. ADM. CODE
CODE 400)."  AS SIGNIFIED BY MY HAND
AND SEAL.

NO. REVISION

SEE TYP. DETAIL 2 CRIPPLES
CRIPPLES

TO HOUSE

/ / 18’
/ 4x4 (2—2x4) POST / \
IN EACH CORNER 16’

4
D.S)
S 2—12”L\LC/

CERTIFICATION AND SEAL

B '
2x10 CLG.J'S S
at 16”o.c. @ /
H o~
5 /
%8 RR. ~ ) - /

~

. - —
_________ = —————

o 16'x8' O.H. DR

'_

N—
| 2x8 TIES_@ 48"0.C. /

EAVE LINE

TYP.OVERHANG 12"

22’

LINE OF FOOTING
2— 2x10 HDR

11’=10"

LINE OF FOOTING

LINE OF FOOTING

S~
CONTROL JOINT

— — MTL [SERVICE |DOOR

P\ oz

2x8 R.R.
at 16 o.c.

12/14/2022

DATE

EAVE LINE ]\_‘-

~— STOOP

D.S,
\ 2— 2x10 HDR I
9’ Q 9
d 4

18’

o = 0
o <w 9
— QI_uO
OITnZ=®
oS oK<
w o<z_m
= §|__m_L|J
L = ] =
<C | (o'
= |E22x52
D:BQOL._%
Lot S L =
<C [a' omOo
[a%4 g <<t o2
<C = DﬁXOOD:
s |z g% S
=
fan
Ll
.= ..
£ S <
< <C <<
ZE =
l_
2@ 5
= = L
= o e
o = o
released
to
const
job no K202212

scale _AS SHOWN

date _12/14/22

DESIGN by KP

checked by _AF |

sheet




FAX (847) 823-1664
antonio.fanizza@comcast.net

ANTONIO FANIZZA ASSOC. LTD

ARCHITECTS
ES PLAINES, ILLINOIS 60016

EL. (847) 823-5664

363 LECHNER LANE
Email

2
D
-

© 2022 ANTONIO FANIZZA ASSOC. LTD.
THESE DRAWINGS AND SPECIFICATIONS ARE
PROPERTY OF ANTONIO FANIZZA ASSOC.
LTD., WERE PREPARED FOR USE ON THIS
SPECIFIC SITE AND FOR A SPECIFIC DATE
AND SHALL NOT BE COPIED, OR REPRO-
DUCED IN ANY FORM OR MEANS AVAILABLE
WITHOUT WRITTEN AUTHORIZATION.
UNAUTHORIZED USE IS NOT ALLOWED. IT IS
FURTHER ASSUMED PRIOR OF DRAWINGS
USE, ALL FEES HAVE BEEN PAID IN FULL.
FAILURE TO DO SO, THE USER WILL BE
RESPONSIBLE FOR ALL COURT COST AND
LEGAL FEES.

| HEREBY CERTIFY THAT THIS PLAN AND
SPECIFICATION WAS PREPARED BY ME

OR UNDER MY DIRECT SUPERVISION AND
THAT | AM A DULY REGISTERED ARCHITECT.
UNDER THE LAWS OF THE STATE OF ILLNOIS
AND THE VILLAGE OF SCHILLLER PARK CODES
& ORDINANCES. THEY ARE IN COMPLIANCE
WITH ALL APPLICABLE CODES INCLUDING
THE ENVIRONMENTAL BARRIERS

ACT (410-ILCS) AND THE ILLINOIS
ACCESSIBILTY CODE (71 ILL. ADM. CODE
CODE 400)."  AS SIGNIFIED BY MY HAND
AND SEAL.

NO. REVISION

NOTE: SEE DEMOLITION FLASHING AT VENT STACK.
PLAN FOR PROPER EXIST.BEAMS -
A N S AT 5 ST ECEND GENERAL NOTES - ELECTRICAL
PROCEDURE. SEE TEMPORARY WALLS NOTES
E\ITTR(I)PE:E(E; PRIME METAL BEFORE ALTERATIONS
NOTE:FOR COMPLETE KITCHEN CABINETRY PLAN gégﬂﬁcAgEE%Es * NOTE:
ScRE\Ij’Vll-ZNCCI;FSICATIONS SEE SEPARATE MANUFECTURER’S ODIFIED ASPHALT FLASHING [ 1 EXISTING WALL EXISTING 100 AMP OVERHEAD SERVICE TO
FROM VENT PIPE ' , » REMAIN
FIELD ROOFING %////////////% NEW WALL 2X4 WD STUDS @ 16°0.C 1. The electrical contractor shall include all necessary labor, materials
NOTE: DEMAGED INTERIOR DOORS TO BE REPLACED W/NEW WITHIN SAME R.O. UNLESS OTHERWISE NOTED/SEE PLAN ( PI_U M B WA I_I_ U SE 2X6 WD STU DS ) and equipment for the installation of a Comp|ete and operab|e
NOTE: ALL FIXTURES AND APLIANCES TO BE REPLACED W/NEW ONES UNLESS OTHERWISE NOTED/SEE PLAN NOTE: CONTRACTOR TO VERIFY FLOOR JOIST DIRECTION AND REPORT TO ARCHITECT R . ’ electrical system.
NOTE: TEMPORARY SUPPORT WALLS TO BE ERECTED PRIOR TO START DEMOLITION; W/ TYPE "X 1/2” DRYWALL EACH SIDE 2. Allelectrical permits that are not taken out with the general building
DO NOT REMOVE TILL AFTER NEW SUPPORTS ARE IN PLACE & CEILING IS SECURED (SEE PLANS) ROOF INSULATION BLUMBING VENT STACK permit shall be taken out and paid for by the electrical contractor.
NOTE: ALL KITCHEN FIXTURES AND APLIANCES TO BE REPLACED W/NEW ONES UNLESS OTHERWISE NOTED/SEE PLAN WoaD RO EVER'FY) 3. The electrical contractor shall install all work in accordance with all
WOOD JOIST (BEYOND) applicable state, local and national codes and ordinances.
NOTE: PULL OUT ABANDONED ELEC.WIRES AND PIPES OR SECURE PROPERLY W/CAPPING 4. The electrical contractor shall provide copper wire throughout. Wiring
NOTE: TEMPORARY SUPPORT WALLS TO BE ERECTED PRIOR TO START DEMOLITION; shall be in rigid metal conduit or EMT.
DO NOT REMOVE TILL AFTER NEW SUPPORTS ARE IN PLACE & CEILING IS SECURED (SEE PLANS) VENT FLASHING DETAL NOTE: 5. Distribution panel -EXIST. 200 AMP ELECTRICAL PANEL
NOTE: FOR COMPLETE KITCHEN CABINETRY PLAN NOTE: VERIFY CLE.JOISTS DIRECTION 6. Branch circuit: - o
& SPECIFICATIONS SEE SEPARATE MANUFECTURER'S : . N.T.S. KITCHEN HOOD EXHAUST MAX.400 CFM a. Furnish and install branch circuits from the panel board to all the
DRAWINGS ™ convenience outlets and lighting fixtures shown; minimum wire size:
#14.
7. Provide and install disconnection means as required by code for fixed
NOTE: BSMNT.STAIRS ARE RECAPPED ON appliances, including furnace.
EXIST.STRINGERS; PROVIDE NEW 3'6” HT STAIRS RAILING 8. Smoke and heat detectors shall be UL approved with a warning
device.
EXISTING KITCHEN CABINETS AND i I I . .
IPPUNCES 0 FlOv 04 Bay Bl o omacer et i vowsant i g sons
RELOCATE AS PER PLAN, %‘ 11: Contractor shall verify all existing circuiting and wiring before .
S C O P E O F WO R |,< REMOVE ABANDONDED LINES, — 5 commencement of new work
I CAP OFF AS NEEDED EXIST. EXIST. O -~ e_ ) 12. All conduit shall be installed (.:oncealed from view.
| P— P— : & 13. Provide and install black coilex baffle recessed downlights with
B n | M i I N M - . \ - housings rated for direct contact with insulation such as Halo
exist.2x10 FL.J. % = o H7UICT-30PAT (100watt par 38 lamp) or Juno IC2-25B-WH (90watt
‘ | RIDGE | | m DN l_ — - M L — "m"ﬁ? IN[gT,[\L\]LL NEW ﬂ \ l % par 38 lamp). Verify available depth prior to procuring fixture housings.
I;_ — ;|_ H = | . TO REMAIN = Q % 14. Unless otherwise noted or shown, all new switches are to be mounted
r—eE===—— w | (2)2X10 HEADER ) vertically at 40" above finished floor to centerline of plate
INTERIOR REMODELING DETAIL NOTES—1ST FLOOR KITCHEN & BATH LOCATION | oxist.2x10 FL., = | EXIST. . ﬁ - 1l / . 15. Unless gtherwise noted or shown, all duplex grounded convenience
- | 'I% 1|SEMC;I(I:\I' @ - oW ! % l\ — = L— % outlets are to be mounted horizor‘;tally at 10" above finished floor to
lil EXIST. -0 KITCHEN NSTALL NEW centerline of plate. All double duplex grounded convenience outlets
NEW PARTITION WALLS TO BE INSTALLED WITHIN | ; REMODELED 5'0”X6'10” g J ; are to be mounted 11"+/- (verify) above finished floor to centerline of
oL | SSTERE%'\ESRI'DARRIZ)RSL{%Pg?;R\{'VA[lJJE_hS/IO[?TION Q0 e °% v 6" DEPTH TALL “NLEXTERIOR DOORS| | | 3 C i © I plate so that bottom of plate aligns with bottom of duplex outlet device
EXISTING 1ST FLOOR OF RESIDENCE: =i : DO NOT REMOVE TILL AFTER NEW SUPPORTS 3 M T PANTRY CAB N\ - - plate.
ARE IN PLACE & CEILING =0 EXTERIOR DOORS ° =) o FILL IN W/WALL (qP 16. Unless otherwise shown, allow 6" from face of finished jamb to edge
NEW PARTITIONS WALLS TO BE 2 X 4 WD. STUDS [YPICAL WAS TO B REVOYEY  1I1A | 1S SECURED (SEE PLANS) =2 70 BE REVOVED ! NEW 26 ©16°0.C J | SR wiioon Rewova. [— - of any switch coverplate. ! ’
® 16" 0.C/WTH 1/2" TYPE X DRYWALL ON BOTH SIDES. ] | NOTE: VERIFY CLG.JOISTS DIRECTION % T PLUMBING WALL N} — @ = 17 Provide ground faultinternupter-type convenience outiets atall
' ap . atnroom an Itchen locations ana within 6-0° ot all sink locations.
PLUMBING WALL TO BE 2 X 6 WD. STUDS | L/_ L EXIST. EXTERIOR k 1 / l ® - W DN 18. Furnish and install _all equipment, junction_boxes, outlets, swi_tches,
» » == FRAME WALL CORNER LAZY SUSAN NEW EXTERIOR WALL iy : ® coverplates, conduit, conductors and the like for a complete job.
@ 16" o.c.WITH 1/2" TYPE X DRYWALL ON BOTH SIDES. , j / zlé)(g)RRN ECRABWALL o \¥ U N =y H S - © \ 19. No branch circuit shall be over 1600 Watts for 20 Amp circuit breakers
T - d 1200 Watts for 15 Amp circuit breakers. Each outlet shall be
— @) 3 —4" o / L X gnured for 150 Watts unless otherwise noted. Conduit shall be 1/2"
/ — 0 () __ . N / d?ameter minimum. .
NEW DRYWALL SHOULD BE PAINTED WITH ONE COAT PRIMER AND TWO — N | kg 04,_9}5,, Y SISTER lj:XISTING FLJ'S . 20. Electrical contractor is to inspect existing electrical service and advise
FINISH COATS % o W/NEW ; CANTILEVER / EXIST.ELECTRICAL/ owner and architect if adequate for addition of new electrical work.
EXISTING BATH PLUMBING & DNe & . DNe> ! FOOT EXTERIOR FOR 3 FEET " NO CHANGE J\
FIXTURES TO BE REMOVED ﬂ o y 2'8"X80" INTERIOR DISTANCE. f O
REPLACED KITCHEN APPLIANCES : SINK RELOCATE AS PER PLAN, 5 TEF—1 BATH|' Doors mgﬁkﬁ]gg‘?‘&fﬁosﬁﬂ) \ UP NOTE:
FRIDGE REMOVE ABANDONDED LINES, S| SHOWER REMODELED ' S BETWEEN CANTILEVERED Biii |BEDROOM #2| '\ 1. BATHROOM FAN/LIGHT UNIT MUST BE SWITCHED
DISHWASHER CAP OFF AS NEEDED REFINISH EXISTING WD. FLOOR JOISTS, 6 WATER N SEPARATELY.
DOORS TO BE REMOVED FLOORING EXIST.ELECTRICAL/ TO EXISTING
NEW KITCHEN APPLIANCES : MICROWAVE REMOVE EXIST.CERAMIC TLES J\ J\ ooE on LT O INTERIOR | NO CHANGE 2. ALL BATHROOM FIXTURES, SWITCHES AND OUTLETS SHALL
RANGE / lJF;J LJF;J BE GFI PROTECTED. LIGHT FIXTURES OVER TUBS AND SHOWERS
REMODELED BATHROOMS TO REPLACE : SHOWER T BEDROOM #2 g BEDROOM #2 ro10n |, SHALL BE WATER AND VAPOR PROOF.
( AS MARKED ON PLAN) g?h'#(ET EXIST. EXTERIOR EXST./NO WORK EXIST. ~~® o ALL DETECTORS SHALL BE 110 VOLT HARD WIRED.
FRAME WALL A i exist.2x10 FL.J. TO EXISTING INTER—CONNECTED, WITH BATTERY BACK-UP.
_ . || H 2|l H @ 16" o.c.
1 — DEMOLISH PART OF EXISTING WALLS; AS PER DEMOLITION PLAN 2 N 2 o8 oc. —
2 — INSTALL NEW PARTITION WALLS IN THE BATH AREA 18" oc EXIST./NO WORK _ ‘
exist.2x10 FL.J. L NO CHANGE
ALTER EXIST.LAYOUT AS PER PLAN ,SEE PLAN A | T on L ELECTRICAL LEGEND
exist.2x10 FL.J. ”
3 — EXIST.HVAC LAYOUT TO REMAIN: WHERE NEEDED e | L —"" | ©= DUPLEX OUTLET @ 10" AFF UNLESS OTHERWISE NOTED
TO REMAIN — ©=—_GROUND FAULT CIRCUIT INTERRUPTER w,/ RESET BUTTON
REPLACE EXISTREGISTER COVERS, . =
4 — ELEC.LAYOUT L o - SEDROOV#] —&4—TOGGLE SWTCH
i =
== L
1ST FLOOR—EXIST.ELEC.LAYOUT TO BE PARTIALLY ALTERED;,WHERE NEEDED WALL MOUNTED LIGHT FIXTURE
| CLOSET m L EXIST.ELECTRICAL/ e
EXIST 100 AMP SERVICE TO REMAIN EXST. | EXIST. EXIST. EXIST. B NO CHANGE €D CEIING MOUNTED LIGHT FIXTURE
' —@ PENDANT/CHANDELIER
5 — REMOVE EXIST.KITCHEN APLIANCES AND FIXTURES/REPLACE W/NEW ONES WHERE NEEDED 1 e | e | [ AL CLOSET FIXTURES T0 BE FLOURESCENT PER GOVERNING CODES.
| - /‘ »n ”
DOWNLIGHT BY: HALO #H7 "FIT ALL” RIM#410 A=ACRYLIC, C=CHROME, W=WHITE
6 — REMOVE PART OF EXIST.PLUMBINGFIXTURES,REMOVE OR CAP PLUMBING LINES( AS NEEDED) g EXIST./NO WORK Ny EXST E ><| S T /l S T FLO O R O B=BLj\fCK, G=GOLD OR éfRASS
INSTALL NEW PLUMBING LINES FOR ADDED OR RELOCATED PLUMBING FIXTURES = | e IN'SLOPE CEILING USE HALO #H471CAT
7 — NEW CERAMIC TILES INSTALLATION AT BATHROOM AREA 4 ELEC. ALTERATIONS PLAN EXTERIOR GRADE FIXTURE. (SOFFIT LIGHTS)
3 i i - ) - MOTORS (PROVIDE POWER AS REQ'D BY MANUF.)
8 INSTALL NEW Q TYPE X DRYWALL ON NEW PARTITION WALLS, __— _— 1,/47 = 1"—=0 SMOKE DETECTOR ELECTRICALLY TIE ON A SEPARATE CIRCUIT TO

9 — INSTALL NEW KITCHEN AND BATH CABINETS AS PER PLAN
10 — INSTALL NEW GRANITE COUNTERTOPS

11 — VERIFY EXISTING C.M.D. & S.D.

12— REFINISH EXISTING WOOD FLOOR LOCATION
13 — REPAINT WHOLE HOUSE

14 — REMOVE ALL DEBRIS FROM THE SITE & CLEAN AFTER
CONSTRUCTION

9 4 g8

RING SIMULTANEQUSLY w/ BATTERY BACK-UP w/ 110 VOLT TYP.
CEILING EXHAUST FAN W/LIGHT

) DEMOLITION PLAN OF EXIST.IST FLOOR ) EXISTIST FLOOR ALTERATIONS PLAN

1/4” = 1'=0"

9 4 8
FLEC. NOTES

EXSTING 2ND FLOOR EXISTNG 2ND FLOOR
| BXSTALYS | | EXSTALSS |
e — e a—
T T
\_NEW /6" FRE RATED DRYWALL \_NEW /6" FIRE RATED DRYWALL
(2) 24 PLATE (2) 26 PLATE
L 5" L 5"
5/8” FIRE RATED GYPSUM 5/8" FIRE RATED GYPSUM WALL TYPE C
BOARD EACH SIDE BOARD EACH SIDE NEW  EXTERIOR WALL( SECTION BY THE KITCHEN):
2x4 WD.FRAME © 16° 0. 2x6 WD.FRANE © 16" 0.
s /_ < /_ —~NEW 246 WD.FRAME 0 16" 0.C.
3 3 —ADD MIN.R-20 OPEN CELL INSULATION
g 2 BETWEEN WALL STUDS
g EMSTING 1T FLOOR SECTION TO BE RENODELED & EXISTING 1ST FLOOR SECTION TO BE REMODELED “)EW EXTALYWOID M1/2" THEK
— INSTALL TYVEK
—~NEW VINYL SDING
—INSTALL NEW 5/8" FIRE RATED
GYPSUM BOARD ON INTERIOR
204 WD.PLATE 26 WDPLATE SIDE AFTER REMODELING
£ WDF WALL BASE 4 NDF WALL OR CERANIC BASE
SELECTED BY OWNER SELECTED BY OWNER
1 | 1 |
= —
| EXSTALYS | | EXSTALYS |
EXSTNG _BASEMENT EXISTNG_BASEMENT
TYPICAL PARTITION WALL PLUMBING WAL

WALL TYPE D

EXISTING EXTERIOR WALL:

—EXISTING 2x6 WD.FRAME @ 167 0.C.
TO REMAN

—EXISTING EXT.FINISH SIDING
TO REMAIN

1/4” = 1'—=0"

? 4 8

EXIST. 100 AMP ELECTRIC OVERHEAD SERVICE

NOTE:
ALL EXISTING ELECTRICAL NOT DISTURBED
DURING CONSTRUCTION TO REMAIN,ALL CONDUITS
ABBANDONED TO BE REMOVED ,ALL WIRES PULLED
& BOX PLUGGED OR CAPPED,REMOVE BREAKERS ON ELECTRICAL
PANEL & PLUG

NOTE: EXISTING ELECTRICAL LAYOUT TO BE ALTERED AS PER PLAN

NOTE: REPLACE EXISTING LIGHT FIXTURES,SWITCH & OUTLET COVER PLATES AS NEEDED

NOTE:
ALL KITCHEN RECEPTACLES SHOULD BE 20 AMP GFCI
PROTECTED & LOCATED SO THAT NO POINT IS MORE THAN 247

FROM A RECEPTACLE POINT .DISCONNECT SWITCHES FOR DISPOSAL
& DISHWASHER ARE REQUIRED .ALL CEILING RECEPTACLES SHALL BE

FAN RATED

NOTE:

SMOKE DECTECTORS INSTALLED IN ROOMS WITH SLOPED CEILINGS SHALL BE
LOCATED AT A POINT NO MORE

THAN 12 FROM THE HIGHEST POINT OF CEILING

NOTE:

PROVIDE SEPARATE DEDICATED BRANCH CIRCUITS AT THE FOLLOWING
LOCATIONS:
BUILT-IN MICROWAVE, OVENS

NOTE:
INSTALL WALL RECEPTACLES SO THAT NO POINT ALONG THE FLOOR LINE

| MIN.12" |<

CLOSET

IN ANY WALL SPACE IS MORE THAN 6 FEET MEASURED HORIZONTALLY

FROM AN OUTLET IN THAT SPACE.

ALL 120-VOLT, SINGLE PHASE, 15— AND 20-AMPERE BRANCH CIRCUITS SUPPLYING
OUTLETS INSTALLED IN DWELLING UNIT FAMILY ROOMS, DINING ROOMS, LIVING ROOMS,
PARLORS, LIBRARIES, DENS, BEDROOMS, SUNROOMS, RECREATION ROOMS, CLOSETS,
HALLWAYS, OR SIMILAR ROOMS OR AREAS SHALL BE PROTECTED BY A LISTED
ARC—FAULT CIRCUIT INTERRUPTER, COMBINATION—TYPE, INSTALLED TO PROVIDE
PROTECTION OF THE BRANCH CIRCUIT.

FAN W/LIGHT

J—-BOX OR ELECTRICAL WHIP V.LF.
CARBON MONOXIDE

0 4 K 08

CHIME
KEF—1 KITCHEN EXHAUST HOOD DOORBELL
VERTICAL DISCHARGE UNDER COUNTER EXHAUST FAN. TOTAL CAPACITY WILL BE 300 CFM <2 TRACK LIGHTING
AT 1/8 IN WATER STATIC PRESSURE, DIRECT DRIVEN BY A 1/25 HP MOTOR, 120 V, 1 NOTE: ELECTRICAL SUB—CONTRACTOR TO FURNISH & INSTALL ALL INDICATED
PH, 60 CYCLES DRIVEN. PROVIDE UNIT WITH BUILD IN BACK DRAFT DAMPER. AND WALL OUTLETS, SMITCHES & FIXTURES. UNSPECIFIED FIXTURES TO BE SELECTED
CAP. THE WALL CAP SHALL BE WEATHER PROOF AND SHALL HAVE BUILT-IN BACK AND SUPPLIED BY OWNER. INSTALLED BY ELECRICAL CONTRACTOR
DRAFT DAMPER. THE EXHAUST FAN SHALL BE BROAN OR AS APPROVED EQUAL. NOTE:
A=ACRYLIC DOWNLIGHT — TO BE W.P./G.F.. PROTECTED FIXTURE
TEF—1 TOILET EXHAUST FAN (TYP. OVER ALL TUBS AND SHOWERS)
ALL BRANCH CIRCUIT THAT SUPPLY 125-VOLT SINGLE PHASE, 15 AND 20 AMP
VERTICAL DISCHARGE CEILING MOUNTED EXHAUST FAN. TOTAL CAPACITY WILL RECEPLACLE OUTLETS INSTALLED IN DWELLING UNIT BEDROOMS SHALL
BE 100 CFM AT 1/8 IN WATER STATIC PRESSURE, 1/40 HP MOTOR, 120 V, 1 BE PROTECTED BY AN ARC_FAULT CIRGUIT INTERRUPTER.
PH, 60 CYCLES DIRECT DRIVEN. PROVIDE UNIT WITH A BACK DRAFTED
DAMPER. THE UNIT SHALL BE BROAN MODEL 360 LOSONE VERT OR AS NOTE: ALL CIRCUITS EXCEPT KITCHEN COUNTERTOP, BATROOM,
APPROVED EQUAL. GARAGE, AND OUTDOORS SHALL BE ARC-FAULT PROTECTED.
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ALL SMOKE AND CARBON MONOXIDE ALARMS SHALL

BE INTERCONNECTED IN SUCH MANNER THAT THE ACTUATION
OF ONE ALARM WILL ACTIVATE ALL ALARMS IN THE
DWELLING UNIT

NOTE:
PROVIDE AN 110 V. W/BATTERY BACK-UP SMOKE ALARM TO BE INSTALLED IN EACH BEDROOM
& OUTSIDE
SLEEPING AREA IN THE IMMEDIATE VICINITY OF THE BEDROOMS WITHIN <15 ,BEDROOM
SHOULD BE EQUIPED WITH SMOKE DETECTOR AS WELL.V.ILF EXISTING CONDITIONS
EACH ALARM SHALL BE INTERCONNECTED

INTERIOR REMODELING
& NEW DETACHED
GARAGE DRAWINGS AT
EXISTING RESIDENCE
8603 FERRIS AVE
MORTON GROVE IL.60053

INTERIOR ALTERATIONS OF EXISTING HOUSE

DRAWING NAME:
PROJECT NAME:

NOTE
e CLOTHES SURFACE MOUNTED INCANDESCENT FIXTURES MUST BE

MOUNTED A MINOF 127 AWAY FROM THE NEAREST POINT OF STORAGE.RECESSED
INCANDESCENT ,RECESSED FLUORESCENT AND SURFACE MOUNTED FLUORESCENT FIXTURES
FIXTURES MUST BE MOUNTED A 6" AWAY FROM THE NEAREST POINT OF STORAGE.

LIGHT FIXTURES IN CLOSETS MUST HAVE A COMPLETELY ENCLOSED LAMP

NOTE:
ALL BEDROOMS SHALL BE ARC-FAULT PROTECTEDC IF REMODELED>
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TYPICAL WALL OUTLET
N
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X

1 2:_011

GENERAL ROOM RECEPTACLE LAYOUT

SPACING ELECTRICAL OUTLETS:

A. GENERAL: OUTLETS SHALL BE INSTALLED SO THAT NO POINT
ALONG THE FLOOR LINE IN ANY WALL SPACE IS MORE THAN

6 FEET FROM AN OUTLET IN THAT SPACE, INCLUDING ANY WALL
SPACE 2 FEET OR MORE IN WIDTH AND THE WALL.

ALL STAIRWAYS MUST BE PROVIDED WITH LIGHT FIXTURES

RATED FOR A MINIMUM OF 850 LUMENS LOCATED WITHIN 5'—0" OF
BOTH THE TOP AND BOTTOM OF THE STAIRS. THE CONTROL FOR
THESE LIGHTS MUST BE A THREE—WAY SWITCH LOCATED AT

THE TOP AND BOTTOM OF THE STAIRS

2-0 2'-0
D ®] ® ®
. o
_|
(%
&
e
_|
o
TYPICAL WALL OUTLET IS
/ﬂ -
2 o
® ® |
2'-0” 4'-Q" 4-0"

GENERAL KITCHEN RECEPTACLE LAYOUT

KITCHEN COUNTER TOPS: RECEPTACLE OUTLETS
SHALL BE INSTALLED ATEACH COUNTER SPACE

12" OR WIDER. RECEPTACLES SHALL BE INSTALLED SO
THAT NO POINT ALONG THE WALL LINE IS MORE

THAN 24" FROM RECEPTACLE OUTLET IN THAT SPACE.
ISLAND AND PENINSULAR COUNTER TOPS 12" OR WIDER
SHALL HAVE AT LEAST ONE RECEPTACLE FOR EACH
FOUR FEET OF COUNTERTOP. COUNTERTOP SPACES
SEPARATED BY RANGE TOPS , REFRIGERATORS, OR
SINKS SHALL BE CONSIDERED AS SEPARATE
COUNTERTOP  SPACES. N.E.C.210—-52(c)

2-0" AR CHAMBER
[ VANITY

A

DW 34 BT

K.SINK

ICE MAKER

A\

i

34"~

KITCHEN
REMODELED

WATER
DIAGRAM

4x5 INCR. UP
THRU ROOF

1
/7
W

EXIST.4"~

FIRST FLOOR

KITCHEN
2”

KITCHEN | 2™~
REMODELED

N/

WASTE 9
DIAGRAM y4

EXIST.4"~

~

B/
SHOWER

1 /2”N

BATH
REMODELED

FIRST FLOOR

PLUMBING

SCHEMATICS

AN I
ii;:£§>2k

VANITY
3”(\1

e

BATH

REMODELED

R=30 BATT

/

/

T

UNFINISHED BASEMENT

NOTES: ALL WATER PIPING SUPPLY AND
DRAIN TRAPS TO BE KEPT 6~
FROM BOTTOM OF JOISTS
— APPLY R—30 BATT AND 2" HIGH DENSITY
STYROFOAM INSUL. BOARD
PLUS %” TYPE "x” DRYWALL.
(2) LAYERS IF IN GARAGE CEILING

PLUMBING INSULATION DE TAIL

FAX (847) 823-1664

ES PLAINES, ILLINOIS 60016

EL. (B47) 823-5664
Email = antonio.fanizza@comcast.net

363 LECHNER LANE

ANTONIO FANIZZA ASSOC. LTD

ARCHITECTS

2
D
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© 2022 ANTONIO FANIZZA ASSOC. LTD.
THESE DRAWINGS AND SPECIFICATIONS ARE
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PLUMBING FIXTURE SCHEDULE —NO CHANGE

| HEREBY CERTIFY THAT THIS PLAN AND
SPECIFICATION WAS PREPARED BY ME

OR UNDER MY DIRECT SUPERVISION AND
THAT | AM A DULY REGISTERED ARCHITECT.
UNDER THE LAWS OF THE STATE OF ILLNOIS
AND THE VILLAGE OF SCHILLLER PARK CODES
& ORDINANCES. THEY ARE IN COMPLIANCE
WITH ALL APPLICABLE CODES INCLUDING
THE ENVIRONMENTAL BARRIERS

ACT (410-ILCS) AND THE ILLINOIS
ACCESSIBILTY CODE (71 ILL. ADM. CODE
CODE 400)."  AS SIGNIFIED BY MY HAND
AND SEAL.

NO. REVISION

CERTIFICATION AND SEAL

FIXTURE QUANTITY| LOAD VALUE  |LOAD VALUE TOTAL
WATER CLOSET: 2 3 6
VANITY: 2 ! )
SHOWER /TUB 2 2 4
KITCHEN SINK 1 2 2
REFRIGERATOR 1 1 1
DISHWASHER 1 1 1
LAUNDRY MACHINE 1 ) y
LAUNDRY SINK 0 0 0
TOTAL 18 W.S.F.U

12/14/2022
DATE

S 7 ANTONIO
S 0 FANIZZA

» 001-011807 :

SIGNATURE

EXISTING WATER SERVICE SIZE = 3/4"

EXISTING METER SIZE 4’

(1) EXISTING FURNACE

AS NEEDED

H.V.ALCo EQUIPMENT:

LOCATED IN THE BASEMENT FOR THE WHOLE HOUSE/NO WORK
EXISTING HVAC LAYOUT TO REMAIN.REPLACE REGISTER COVERS
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@ SPECIFICATIONS

GENERAL NOTES:

1. ALL DUMPERS, STRUCTURES, OR CONTAINERS SHALL BE COVERED AT ALL TIMES
WHEN NO WORK IS BEING PERFORMED ON THE PROPERTY THAT IS THE SUBJECT
OR THE PERMIT.

2. ALL WORK SHALL BE PERFORMED IN A WORKMANLIKE MANNER IN ACCORD-
ANCE WITH LOCAL, STATE, AND NATIONAL CODES AND ORDINANCES.

3. ALL PHASES OF CONSTRUCTION TO COMPLY WITH APPLICABLE BUILDING
CODES AND ORDINANCES.

4. NO WORK SHALL BE CONSIDERED ACCEPTED UNTIL A FINAL PAYMENT IS
MADE AND A WRITTEN RELEASE IS ISSUED TO THE CONTRACTOR BY THE
OWNER AND/OR THE ARCHITECT TO ITS AFFECT.

5. THE SUB-CONTRACTOR IS RESPONSIBLE FOR ITS PERFORMANCE UP TO
ONE (1) YEAR FROM THE TIME OF ITS COMPLETION, AND TO CORRECT
ANY DEFECTS OF THE SUB-CONTRACTOR'S PERFORMANCE.

6. WHILE EVERY ATTEMPT HAS BEEN MADE IN THE PREPARATION OF THIS
PLAN TO AVOID MISTAKES, THE MAKER CANNOT GUARANTEE AGAINST
HUMAN ERROR. THE CONTRACTOR ON THE JOB MUST CHECK ALL
DIMENSIONS AND DETAILS AND MUST BE RESPONSIBLE FOR SAME.

7. THE A..A. GENERAL CONDITIONS 1989 EDITION DOCUMENT A 201 SHALL
BE CONSIDERED AS PART OF THIS CONTRACT A COPY CAN BE

PROVIDED BY THE ARCHITECT IF REQUIRED. THE ARTICLE #7.9 ON
ARBITRATION SHALL BE DELETED.

8. DO NOT SCALE DRAWINGS. DIMENSIONS GOVERN. LARGE SCALE DETAILS
GOVERN OVER SMALL SCALE.

9. CONTRACTORS SHALL VERIFY ALL DIMENSIONS AND CONDITIONS SHOWN
ON DRAWINGS AT THE JOB SITE AND SHALL NOTIFY A.F.A. LTD OF ANY

DISCREPANCIES, OMISSIONS AND/OR CONFLICTS BEFORE PROCEEDING
WITH THE JOB.

10. PRIOR TO SUBMITTING BID, CONTRACTOR SHALL VISIT THE SITE TO EXAMINE
THE EXISTING CONDITIONS.  ANY DISCREPANCIES ARE TO BE POINTED OUT
PRIOR TO SUBMITTING BID OR SHALL BE NOTED IN THE BID FORMS. NO
PLEA OF IGNORANCE OF EXISTING CONDITIONS SHALL JUSTIFY REQUESTS
FOR ADDITIONAL FUNDS.

11. PLANS AND SPECIFICATIONS ARE INTENDED TO BE COMPLIMENTARY. ANY
WORK EXHIBITED IN EITHER OF THEM, WHETHER IN THE OTHER OR NOT, IS TO
BE EXECUTED ACCORDING TO THE TRUE INTENT AND MEANING THEREOF THE
SAME AS IF SET FORTH IN ALL: PROVIDED, HOWEVER, THAT SHOULD ANY
LAW, ORDINANCE OR REGULATION OF STATE OR COUNTY OR CITY IN WHICH
THE WORK IS TO BE DONE BE IN VIOLATION OF THE REQUIREMENTS OF
SUCH LAWS ORDINANCES OR REGULATIONS SHALL PREVAIL AND SHALL
BE COMPLIED WITH BY CONTRACTOR AS A PART OF HIS WORK CALLED FOR,
AND NO EXTRA COMPENSATION SHALL BE ALLOWED THEREFOR.

12, THIS SECTION OF THE GENERAL NOTES SHALL BE CONSIDERED A PART OF
THE GENERAL SPECIFICATIONS AND DRAWINGS.
13. ALL PERMITS WILL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR.

14.  ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH ALL APPLICABLE
CODES AND ORDINANCES OF THE VILLAGE OF MORTON GROVE

15. MATERIALS AS SPECIFIED ON DRAWINGS SHALL BE USED. SUBSTITUTIONS OF
MATERIALS WILL NOT BE ALLOWED WITHOUT THE WRITTEN CONSENT OF THE
OWNER OR ARCHITECT.

16.  EACH CONTRACTOR IS TO CLEAN UP DEBRIS INSIDE AND OUTSIDE THE BUILDING
SITE WHICH HAS BEEN CAUSED BY HIS WORK.

EXCAVATION AND CONCRETE:
A SOIL TEST SHOULD BE PERFORMED PRIOR DIGGING;REPORT TO ARCHITECT

1. THE EXCAVATION CONTRACTOR SHALL PROVIDE PUMPING WHERE NECESSARY FOR
COMPLETION OF HIS WORK UPON COMPLETION OF EXCAVATION, THE CONCRETE
CONTRACTOR SHALL BE RESPONSIBLE FOR PUMPING NECESSARY TO THE WORK.

2. THE CONCRETE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH
THE GENERAL CONTRACTOR FOR THE PLACING OF ALL SLEEVES IN THE CONCRETE
WALLS FOR TELEPHONES, PLUMBING, ELECTRICAL, AND MECHANICAL TRADES.

S. THE GENERAL CONTRACTOR SHALL PROVIDE HEATER WHERE REQUIRED TO

MAINTIAN PROPER CURING TEMPERATURE OF WORK POQURED IN 30 DEGREE
OR BELOW WEATHER. USE OF ADDITIVES IS NOT ALLOWED.

4. THE CONCRETE CONTRACTOR SHALL APPLY ONE COAT MEMBRANE DAMPPROOFING
AT ALL CRAWL SPACE AND BASEMENT WALLS.

S. SITE EXCAVATING SHALL BE IN ACCORDANCE WITH A LICENSED SOIL ENGINEER
AND BE APPROVED BY THE MUNICIPALITY.

6. ALL FOOTINGS TO BE ON UNDISTURBED SOIL OF 3500 PSF MIN.
THE BOTTOM OF ALL NEW FOOTINGS SHALL EXTEND A MINIMUM OF 40" BELOW
TOP OF FINISHED GRADE OR AS SHOWN ON THE DRAWINGS.

7. ALL CONCRETE CONSTRUCTION SHALL COMPLY WITH ACI 318-77, "BUILDING
CODE REQUIREMENTS FOR REINFORCED CONCRETE”, AND ASTM C150. ALL
CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3500 PS|
AND A MINIMUM 5 7% AIR ENTRAINMENT.

ALL CONCRETE SHALL BE 6 BAG MIX.

CARPENTRY:

1. USE METAL CONNECTORS FOR CONNECTING JOISTS TO HEADERS. ("TECO" OR
APPROVED EQUAL)

2. ALL WALLS TO HAVE 2" SOLID WOOD FIRESTOPPING AND ALL ELECTRICAL AND
PLUMBING THROUGH FLOORS ARE TO HAVE SPACE SEALED OFF WITH APPROVED
FIBERGLASS OR ROCKWOOL BATT INSULATION. FIRESTOP ALL FURRING PARTITIONS
AND STUD WALLS AT BOTH FLOOR AND CEILING OF EACH FLOOR LEVEL AND AT
JUNCTURE OF ROOF RAFTERS AND WALL.

3. JAMBS TO ALL CLOSETS AND OPENINGS WITHOUT PREHUNG DOORS ARE TO HAVE
DRYWALL CORNERS.

4. INSTALL 327x32" ATTIC ACCESSES AND FINISHED CEILING PANELS TO ALL ATTICS.
5. PROVIDE 5/8"TH DRYWALL UNDER STAIRWAY IN BASEMENT PER CITY CODE.

6. SILL PLATES ON CONCRETE SHALL BE PRESSURE TREATED AND SET IN SILL SEALER.

7. HEADER SCHEDULE FOR BEARING WALLS UNLESS OTHERWISE NOTED ON PLANS.

~ SPANS LESS THAN 4’ 2-2:6's
~ SPANS 46 2-2x8's
~ SPANS 6'-8'_ 2-2x10's TWO STORY
~ SPANS 8'-10 2-2x12's

HEADERED JOISTS SPANNING GREATER THAN 6'-0" REQUIRE JOIST HANGERS.
WHENEVER JOIST HANGERS ARE USED, THE JOIST HANGER SHALL BE IN PLACE BEFORE
THE LUMBER IS SET, TO INSURE THAT 'OVERNAILING DOES NOT OCCUR.

8. UNLESS NOTED ALL HEADERS 5-0" AND GREATER IN LENGTH SHALL BE SUPPORTED
BY DOUBLE 2xBs CRIPPLES.

9. ALL AREAS RECEIVING VINYL OR CERAMIC TILE EXCEPT BATHROOMS SHALL HAVE
BASE AND SHOE.

10.  ALL SOFFITS, CEILING OPENINGS, FLOOR OPENINGS AND STAIRS SHALL BE FIRESTOPPED
ACCORDING TO LOCAL CODES.

11. ALL WOOD IN CONTACT WITH CONCRETE SHALL BE PRESSURE TREATED.
12. CAULK ALL EXTERIOR OPENINGS.

13 GUARD RAILS ON OPEN SIDES OF STAIRS.
14, 42" GUARD RAILS ON LANDINGS AROUND OPEN SIDES OF FLOOR AREA.

15. EXTERIOR STAIRS, DECKS, OR ANY ABOVE GROUND LANDING OR SURFACE NEEDS
A 42" GUARDRAIL.

16. INDICATE FIBERBENDING, AND SPECIES OF FRAMING MEMBERS.

17. EXPOSED CRAFT PAPER OF INSULATION IN BASEMENTS MUST HAVE FLAME SPREAD
OF 25 OR LESS.

18. 6'—8" MIN. HEADROOM ON STAIRS.

19. MAXIMUM RISER SHALL BE 7 3/4" AND MINIMUM TREAD SHALL BE 10"

ALL BALLUSTERS OF HANDRAILS AND GUARDRAILS SHALL BE SPACED SO
THAT A 4"A SPHERE CANNOT PASS THROUGH

20. PROVIDE DOUBLE JOISTS UNDER ALL BEARING PARTITION AND PARTITION
PARALLEL TO JOISTS. PROVIDE SOLID BLOCKING UNDER_ALL PARTITIONS
PERPENDICULAR TO JOISTS. PROVIDE SOLID BRIDGING 7° ON CENTER MAX.
PROVIDE DOUBLE TRIMMERS MINIMUM EACH SIDE OF ALL OPENINGS.
PROVIDE DOUBLE JOISTS AT 4’ INTERVALS. PROVIDE DOUBLE JOIST
AROUND FIREPLACE.

22. ALL FRAMING SHALL BE DIMENSION LUMBER.
23. ALL FRAMING 16" 0.C. W/ BRIDGING @ 8'-0" 0.C.

24. ALL FLOORS SHALL BE 1 LAYERS OF 3/4" T&G. PLYWOOD + 1 LAYER OF \”
PLYWOOD

25. CORNER BRACING SHALL BE FULL SHEETS OF 1/2" PLYWOOD FINISH FLOORING
26. ALL PLUMBING WALLS SHALL BE 2X6 WOOD STUDS.

27. FLOOR JOISTS DESIGNED FOR 40 PSF L.L.
STAIRS, LIVE LOAD = 100 P.S.F.
ATTIC, LIVE LOAD = 20 P.SF.
WOOD DECK, LIVE LOAD = 100 P.S.F.

28. MIN. BEARING OF A WOOD JOIST ON WOOD IS 1 1/2".
MIN. BEARING OF A WOOD JOIST ON CONCRETE IS 3"

BORED HOLES SHALL NOT BE WITHIN 2"
OF THE TOP OR BOTTOM OF JOISTS AND THEIR DIAMETER SHELL NOT EXCEED
1/3 THE DEPTH OF JOIST.

29. ALL PARTITION DIMENSIONS ON PLAN SHEETS ARE FINISHED DIMENSIONS.
FINISHED DIMENSIONS AT CRITICAL AREAS SUCH AS CLOSETS,
BATHTUBS, ETC., MUST BE HELD.

8. USE 1/2°X12" L A307 BOLT TO TIE COLUMNS WITH MTL BEAMS.SEE DETAIL AT A1 SHEET.

ALL STEEL BEAM POCKETS MORTARED FULL. ALL STEEL COLUMNS

BEARING ON FOUNDATION WALLS SHALL HAVE A STRUCTURAL STEEL BASE PLATE
WELDED TO THE COLUMN AND ANCHOR BOLTED TO THE CONCRETE.

ALL COLUMN & BEAM , STRUCTURAL STEEL CONNECTIONS SHALL BE SECURELY
FASTENED WITH STRUCTURAL BOLTS AND WASHERS, TIGHTENED

9. PROVIDE GRANULAR FILL MATERIAL COMPACTED TO A DENSITY OF 90%
MINIMUM_DENSITY ACCORDING TO A.S.T.M. SPECIFICATION D 1557-70 95%
RELATIVE DENSITY ACCORDING TO A.S.T.M. SPECIFICATION D 2049-69

PLUMBING:

1. THE PLUMBING CONTRACTOR SHALL INCLUDE ALL NECESSARY INDOOR, MATERIALS,
AND EQUIPMENT REQUIRED FOR A COMPLETE AND OPERABLE INSTALLATION OF ALL
WATER AND SEWAGE SYSTEM.

2. ALL SYSTEMS AND EQUIPMENT SHALL CONFORM TO APPLICABLE LOCAL, STATE, AND
NATIONAL CODES.

3. INTERIOR SUSPENDED WASTE AND VENT PIPING SHALL BE EITHER: CAST IRON WITH LEAD
JOINTS, SCHEDULE 40 PVC DMW WITH SOLVENT WELDED JOINTS, OR SCHEDULE 40
GALVANIZED PIPING WITH CAST IRON FITTINGS.

4. INTERIOR AND TO A POINT OF STABLE EARTH APPROXIMATELY 5 OUTSIDE
OF THE BUILDING LINE BURIED WASTE AND VENT PIPING SHALL
BE SERVICE WEIGHT CAST IRON MINIMUM 4"

5. PROVIDE FREEZE-PROOF HOSE BIBS WHERE INDICATED ON
DRAWINGS WITH VACUUM BREAKERS.

6. PROVIDE GRAY BOX WITH SILL FAUCETS AND ONE STANDPIPE FOR CLOTHES WASHER
AND 2" DRAIN.

7. PROVIDE A 127 AR CHAMBER AT EVERY FIXTURE AND A 24" AR CHAMBER
AT TOP OF RISERS.

8. PROVIDE CHROME PLATED FIXTURE SUPPLIES AND STOPS FOR EVERY
FIXTURE CONNECTION.

9. PROVIDE CLEAN-QUTS IN WASTE AND SOIL LINE FOR EACH CHANGE IN DIRECTION
GREATER THAN 45 DEGREES AND AT TOP OF EACH STACK. CLEANOUT LOCATION PER
SECTION 890.420 A 1,4,5, B

10. ALL WATER PIPE FIXTURES TO BE VALVES.

11. WATER CLOSETS 1.6 GALLON PER FLUSH MAXIMUM, SHOWERS, LAVS AND SINKS, 3 GALLON
PER MINUTE FLOW CONTROL.

12, PLUMBING CONTRACTOR SHALL FURNISH AND INSTALL GAS PIPING TO ALL APPLIANCES,
HEATING APPARATUS, AND HOT WATER HEATERS.

13. NO SEWER OR WATER PIPE SHALL BE ALLOWED UNDER THE GARAGE SLAB.

14. PLUMBING SCHEMATIC DRAWINGS, HVAC DRAWINGS, SEWER MAINS, ELECTRICAL
OUTLETS, SWITCHES, LIGHT LOCATIONS, ROUTING OF ALL PLUMBING, MECHANICAL,

AND ELECTRICAL WORK IS TO BE COORDINATED BETWEEN THE TRADES EFFECTED
BY THE WORK AS PART OF THEIR INSTALLATION LAYOUT. NO PLUMBING, MECH-
ANICAL, OR ELECTRICAL INFORMATION IS TO BE SCALED FROM THE DRAWINGS.

15.  ALL PLUMBING WORK TO BE DONE IN ACCORDANCE WITH CITY/VILLAGE
CODES_AND ORDINANCES. ~COPPER PIPING MAY BE USED THROUGHOUT
EXPECT UNDER SLABS WHERE CAST IRON IS REQUIRED. UNDERGROUND
WATER LINES TO BUILDING — TYPE "K" COPPER. FURNISH ONE FIBERGLASS
LAUNDRY TUB ALL WATER PIPES TO FIXTURES TO BE VALVED. RUN GAS
LINES WHERE REQUIRED. PROVIDE & INSTALL VENTS AS REQUIRED BY CODE.

1.
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DOORS AND WINDQOWS:

1. EXTERIOR DOORS ARE TO BE EQUAL TO "PEASE” PREHUNG DOORS WITH STANDARD WOOD
FRAME. MANUFACTURER TO PROVIDE ALL HARDWARE INCLUDING LOCKS, WOOD SILL, METAL
THRESHOLD AND WEATHERSTRIPPING. MATCH DOOR DESIGN SHOWN ON ELEVATIONS.

2. INTERIOR DOORS TO BE SOLID CORE DOORS

BI-FOLD DOORS SHALL BE SOLID CORE

4. PROVIDE TEMPERED GLASS IN ALL PATIO DOORS AND ENTRY SIDELIGHTS AND WHERE
OTHERWISE REQUIRED BY CODES.

5. DOOR AND WINDOW PERFORMANCE SHALL BE AS SET FORTH BY MUNICIPAL ORDINANCE

“

6. APPROVED LABELED SAFETY GLAZING UNITS SHALL BE INSTALLED IN THE FOLLOWING

APPLICABLE SPECIFIC HAZARDOUS LOCATIONS FOR PURPOSE OF GLAZING.

a. GLAZING IN INGRESS AND EGRESS DOORS.

GLAZING IN FLEXED AND SLIDING PANELS OF SLIDING TYPE DOORS.

GLAZING IN STORM DOORS.

GLAZING IN SHOWER AND BATHTUB DOORS AND ENCLOSURES.

GLAZING WHOSE NEAREST VERTICAL EDGE IS WITHIN 12" OF A DOOR AND WHOSE

BOTTOM EDGE IS BELOW THE TOP OF THE DOOR.

f. GLAZING IN FIXED PANELS HAVING A GLAZED AREA IN EXCESS OD 9 SQUARES
FEET WITH THE LOWEST EDGE LESS THAT 18" ABOVE THE FINISHED FLOOR LEVEL
OR WALKING SURFACE WITHIN 36" OF SUCH GLAZING.

® a0 T

FINISHES:

1. INSTALL U.S. GYPSUM OR EQUAL S.W. SYSTEM 5/8" TAPERED WALLBOARD WITH METAL CORNER
BEADS. MACHINE TAPE ALL JOINTS. WALLBOARD SHALL BE ATTACHED ACCORDING TO
MANUFACTURERS INSTRUCTIONS, PATCH ALL NAIL HEADS AND LEAVE SURFACE FREE FROM
WAVES, PITS, AND BUCKLES. USE 5/8" FIRECODE WALLBOARD WHERE REQUIRED FOR FIRE
RATING AND PROVIDE 1/2" WATER RESISTANT CEMENT BRD AT ALL BATHTUB AND SHOWER
RECESSES.

2. CERAMIC/STONE TILE FOR WALLS AND BASES SHALL BE GLAZED TILE. TILE APPLICATION
SHALL BE BY ORGANIC MASTIC ADHESIVE FOR WALL. GROUT SHALL BE LATEX PORTLAND
CEMENT. CAULK AROUND TUBS WITH SUITABLE CAULKING. CONFIRM WITH OWNER
PREFERRED SPECIFICATIONS FOR FINISHES.

3. PAINTING:

INTERIOR WALLS TO HAVE TWO COATS FLAT LATEX PAINT.

ALL RISERS AND TREADS AT STAIRS TO BE CARPETED BY OTHER EXCEPT AS NOTED

AND ALL STRINGERS ARE TO BE STAINED UNLESS OTHERWISE NOTED.

INTERIOR DOORS, WINDOWS AND TRIM TO BE SEMI-GLOSS OR LATEX ENAMEL, TWO

COATS, OR STAINED, SEALED, AND VARNISHED.

d. ALL EXTERIOR WOOD AND PLYWOOD SHALL BE STAINED OR PAINTED AS PER
MANUFACTURERS INSTRUCTIONS.

4. ALL INTERIOR FINISHES SHALL HAVE A MINIMUM OF 'CLASS 1" FLAME SPREAD
RATING.

5. ALL INTERIOR TRIM (EXCEPT FOR STAIR WAY ENCLOSURE 'CLASS 1" ) TO BE
MINIMUM OF 'CLASS 3.

T o
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HEATING AND VENTILATION:

1. THE HEATING CONTRACTOR SHALL PROVIDE A COMPLETE AND OPERATING SYSTEM
CONSISTING OF BUT NOT NECESSARILY LIMITED TO A GAS FIRED FORCED AIR FURNACE,
FANS DUCTS THERMOSTATS. ETC.

2. D[,)A\Fi\/IYFI;:I?R EXHAUST SHALL BE DUCTED TO EXTERIOR WITH SUITABLE CAP AND BACKDRAFT

3. BATHROOM AND POWDER ROOM EXHAUST FAN SHALL BE SIZED IN ACCORDANCE WITH
ISI\ICSl-llJEL[,)AUTIEE D/?Jl\éDTSDUCTED TO EXTERIOR WITH SUITABLE CAP AND BACKDRAFT DAMPER

4. SHEET METAL DUCTS SHALL BE SIZED, DESIGNED, AND CONSTRUCTED IN ACCORDANCE
WITH A.S.H.R.A.E. GUIDE.

5. COMBUSTION AIR INTAKES SHALL BE INSTALLED FOR FURNACE AND WATER HEATER IN
ACCORDANCE WITH NFPA 54.

6. CLASS "B" VENTS TO HAVE MINIMUM 1" CLEARANCE TO COMBUSTIBLES AND BE FIRE-
STOPPED AT FLOORS, CLASS "A” FLUES (WHERE REQUIRED) TO HAVE 2" CLEARANCE TO
COMBUSTIBLES.

7. ALL SUPPLY DUCT IN ATTICS AND UNHEATED SPACES SHALL BE INSULATED WITH 2
THICK FIBERGLASS INSULATION OR APPROVED EQUAL.

8. ALL FLUES SHALL BE ACCORDING TO SIZES REQUIRED AND U.L. APPROVED.

9. ALL HVAC WORK SHALL CONFORM TO THE 2018 EDITION OF THE INTERNATIONAL
MECHANICAL CODE AND 2018 IECC

10. ALL GYPSUM BOARD SHALL BE 5/8" GYPSUM BOARD TYPE "X".
11. FIRESTOP PENETRATIONS WITH DRYWALL COMPOUND, CEMENTITIOUS
MATERIAL OR APPROVED FIRESTOP CAULK.

12. 5/8" WATER RESISTANT GYPSUM BOARD OR 1/2” DURA ROCK MUST BE
BROUGHT DOWN TO THE FLOOR BEHIND ALL TUBS AND SHOWER STALLS
FOR PROPER FIRE STOPPING, (OR FIRESTOP AT THE RIM HEIGHT OF TUB
WITH 2XB's WOOD BETWEEN EVERY STUD SPACE).

13. HEATING SYSTEM TO BE DESIGNED FOR +75 DEGREES WHEN OUTDOOR
TEMP IS MINUS 10 DEGREES.

14, AIR CONDITIONERS, PADS, A/C CONDENSING UNITS, HEAT PUMPS, ETC.
ARE NOT PERMITTED TO BE PLACED IN THE REQUIRED SIDEYARDS.

15.  ALL DUCTWORK SHALL BE A METAL CLOSED SYSTEM.

16. FLEXIBLE DUCTS SHALL BE METALLIC FLEX WITH A MAX. LENGTH 6'-0".

17. PROVIDE A MINIMUM 1-1/2" PRECAST CONCRETE PAD UNDER ALL FURNACES

18. HOT AND COLD AR RETURNS/ SUPPLIES MUST BE IN SHEET METAL.

ELECTRICAL:

THE ELECTRICAL CONTRACTOR SHALL INCLUDE ALL NECESSARY LABOR, MATERIAL,
AND EQUIPMENT FOR THE INSTALLATION OF A COMPLETE AND OPERABLE ELECTRICAL
SYSTEM IN EACH UNITS.

THE ELECTRICAL CONTRACTOR SHALL INSTALL ALL WORK IN ACCORDANCE WITH ALL
APPLICABLE STATE, LOCAL, AND NATIONAL CODES AND ORDINANCES.

THE ELECTRICAL CONTRACTOR SHALL PROVIDE COPPER WIRE THROUGHOUT, No.1 AWG
MINIMUM LOW VOLTAGE SIGNAL SYSTEM SHALL BE MINIMUM 2 CONDUCTOR No.18 IN CONDUIT
WHERE REQUIRED BY LOCAL CODE.

THE ELECTRICAL CONTRACTOR SHALL PROVIDE MINIMUM 200 AMPERE 120/240 VOLT
| PHASE 3 WIRE SERVICE.

DISTRIBUTION PANEL TO BE 200 AMPERE MCB WITH 42 POLE SPACES MINIMUM. PROVIDE
BREAKERS AS REQUIRED.

THE ELECTRICAL CONTRACTOR SHALL PROVIDE ONE SWITCHED FIXTURE AT ALL ATTICS
ABOVE THE ACCESS PANEL.

THE ELECTRICAL CONTRACTOR SHALL PROVIDE GROUND FAULT PROTECTED GROUNDED
OUTLETS AT ALL BATHROOMS, SHOWER ROOMS, EXTERIOR OUTLETS, GARAGES, AND KITCHENS.
SEPARATE RESETS SHALL BE PROVIDED AT EACH FLOOR, EXTERIOR

(GARAGE) APPLICATIONS AS WELL AS KITCHENS, SHALL BE CIRCUITED SEPARATELY.

THE ELECTRICAL CONTRACTOR SHALL PROVIDE DISCONNECTING MEANS AS REQUIRED BY
CODE FOR FIXED APPLIANCE INCLUDING FURNACE AND GARBAGE DISPOSAL.

9. ALL CLOSET LIGHTS SHALL BE MOUNTED ON THE CEILING ABOVE THE CLOSET
DOOR AND BE A MINIMUM OF 18" AWAY FROM ALL SHELVING.

10. BATTERY BACK-UP SMOKE DETECTORS MUST BE 110V AND WIRED SO
THAT ACTIVATION OF ONE ALARM WILL ACTIVATE ALL ALARMS IN HOUSE.

11, ALL OUTLETS WITHIN 6'-0" ON ANY SINK, EXTERIOR, BASEMENT OR GARAGE TO BE
A GROUND FAULT INTERCEPTION TYPE.

12. BEDROOM ELECTRICAL OUTLETS TO BE ARC—FAULT CIRCUIT-INTERRUPTER PROTECTED
PER SECTION 210-12

13. ALL CEILING BOXES TO BE FAN RATED BOXES IN HABITABLE ROOMS
AND MINIMUM 1\ DEEP.

14. POWER TO THE SMOKE DETECTORS MUST BE FROM THE BUILDING
WIRING WITH BATTERY BACK—UP.

15. FIRESTOP ALL CONCEALED DRAFT OPENINGS WITH FIRE CAULK

16.  KITCHEN AND
LAUNDRY TO HAVE 1-20 AMP. CIRCUITS MIN. FURNACE TO HAVE
SEPARATE 15 AMP. CIRCUIT. SUMP PUMP & EJECTOR TO HAVE 20 AMP. CIRCUIT.

17. SWITCHES AND GFCI RECEPTACLES SHALL BE LOCATED AT LEAST 5 FT.
MEASURED HORIZONTALLY, FROM THE EDGE OF THE TUB, SHOWER, SPA OR
HOT TUB. 2011 NEC 680-41. INSIDE OUTLETS MUST BE EVERY 12'-0" O.C.
BEGINNING 6'-0" FROM ENTRY DOOR. ALL HALLWAYS MUST HAVE (MIN.)
ONE OQUTLET AND ONE CEILING LIGHT CONTROLLED BY A WALL SWITCH AT
OPPOSITE ENDS (SAME FOR STAIRWAYS).

18, ALL ELECTRICAL CONDUCTORS SHALL BE COPPER (ALUMINUM IS NOT
PERMITTED).

19. A SMOKE DETECTOR IS REQUIRED ON EACH LEVEL OF A RESIDENCE
INCLUDING THE BASEMENT.

20. PROVIDE A SMOKE DETECTOR AND A CARBON MONOXIDE DETECTOR
WITHIN 15 FT. OF ANY BEDROOM.

21. RIGID GALVANIZED CONDUIT MUST BE USED IN, THROUGH OR UNDER ALL
INTERIOR CONCRETE SLAB CONSTRUCTION AND THROUGH ALL
FOUNDATION WALL PENETRATIONS.

22. EXTERIOR BELOW GROUND CONDUIT MAY BE RIGID GALVANIZED (MIN.) 6"
DEEP ELECTRICAL GRADE PLASTIC CONDUIT APPROVED FOR DIRECT
BURIAL WITH A BARE GROUND CONDUCTOR (MIN.) 18" DEEP OR TYPE
"UF” CABLE WITH GROUND CONDUCTOR (MIN.) 24" DEEP.

23. PROVIDE GROUND FAULT CIRCUIT PROTECTION FOR ALL: GARAGE, BATH-
ROOM, AND EXTERIOR ELECTRICAL QUTLET. ALL WIRING INSTALLED PER
LOCAL CODES AND ORDINANCES.

24. ALL ELECTRICAL MUST BE IN CONDUIT.
23. ALL QUTLETS, LIGHTS, FANS, ETC. IN BATHROOMS SHALL BE G.F.l.

26. USE PHASE COLOR WIRING. NO TAPE

27. ALL BOXES ON CEILING MUST BE FAN RATED.

28. ALL ALTERED OR NEW QUTLETS TO BE "TAMPERED RESISTANT OUTLETS

29. 90% OF ALL NEW LIGHTING SHALL BE ENERGY EFFICIENT PER IECC2018.

50. BEFORE DOING ANY CONSTRUCTION WORK, CONTACT COMED
AND ASK FOR THE NEW BUSINESS GROUP. SET UP AN ONSITE MEETING WITH THEM.
BRING PLANS AND SURVEY. HAVE COMED FIELD VERIFY CLEARANCE AND EASEMENTS
TO THEIR POLES FOR ANY NEW AND/OR ALTERED STRUCTURES INCLUDING GARAGES
FOR PERMANENT OR TEMPORARY LELCTRIC SERVICE. DOWNLOAD "COMED RED BOOK™
FROM INTERNET AND FOLLOW INSTRUCTIONS.

51. ALL CONSTRUCTION SHALL MEET NEC 2011, IRC 2018, AND VILLAGE OF MORTON GROVE
MUNICIPAL CODE.

52. ARC FAULTS ON EVERYTHING EXCEPT: GARAGE, BATHROOMS, ATTIC, CRAWL, OUTDOORS.

33. DEDICATED EQUIPMENT OUTDOOR AS WELL AS INDOOR
REQUIRE 30°(W) X 36”(D) X 72°(H) SPACE.

34, ALL SMOKE AND CO MUST BE AT'LEAST 3FT AWAY FROM ANY VENTS.

35. EACH APPLIANCE/MOTOR SHALL HAVE DEDICATED CIRCUIT AND DISCONNECT.

36. NO ARC FAULT OR GFCI PROTECTION ON SMOKE/FIRE/CO, SUMP, FRIDGE, FREEZER.

37. NO ARC FAULT ON DEDICATED CIRCUITS (LE. DISHWASHERS, ETC.)

38. GROUNDING SYSTEM NEEDED. GROUNDING ELECTRODE SYSTEM REQUIRED.
NEED DETAIL PLAN/LINE DIAGRAM ON DRAWINGS. SEE NEC 2011 ARTICLE 250.
SPECIFICALLY, 250.50 AND 250.52.

39. EXTERIOR GFC| RECEPTACLES SHALL BE WR AND HEAVY DUTY COVERS PER NEC 2011.

40. ELECTRICAL METER SOCKETS MUST HAVE EXTERNAL DISCONNECT
AND BE CECHA APPROVED.

4. NEC 2011 ARTICLE 406: ALL ALTERED OR NEW OUTLETS
TO BE "TAMPERED RESISTANT OUTLETS”.

42, SECTION 210.8 (A) (10) LAUNDRY AREAS NOW REQUIRED TO HAVE GFCI PROTECTION
FOR 125-VOLT, SINGLE PHASE, 15— AND 20-AMPERE RECEPTACLES.

43, NEC 2011 110.26 (E) (2) NOW REQUIRES DEDICATED EQUIPMENT SPACE OUTDOORS,
AS WELL AS INDOORS. PLEASE ADD COMMENT TO DRAWINGS. 330° (W) x 36” (D) x 72" (H)

44, ANY NEW CIRCUIT BREAKER PANELS OR PANELS THAT WILL BE MOUNTED TO CONCRETE
MUST HAVE PLYWOOD BETWEEN PANEL AND CONCRETE.

45.  ALL SMOKE/CO DETECTORS MUST BE HARDWIRED AND ON ITS OWN RACEWAY BACK
TO PANEL WITH BREAKER LOCK. SMOKE DETECTOR IN EVERY BEDROOM AND
SMOKE /CO DETECTOR ON EACH FLOOR.

46.  FIELD VERIFY ELECTRIC METER CONDITION, RISER, SERVICE DROP, AND SERVICE
ENTRANCE CONDUCTORS. FIELD VERIFY CLEARANCES. FOR MORE INFORMATION
DOWNLOAD FOR FREE ON INTERNET "COMED RED BOOK”.

48.  COPPER WIRING ONLY. NO ALUMINUM WIRING ALLOWED.
49. COMED MAY RUN ALUMNIUM WRING FOR FEED.
50.  ADD SMOKE/CO DETECTOR IN ATTICS WHICH HAVE INSULATED CLOSETS

WITH HVAC EQUIPMENT.
5. A/C UNITS ON DRAWINGS. NEED GREEN GROUNDED WIRE FROM HOUSE PANEL

TO DISCONNECT AND THEN TO A/C UNIT.

FAX (847) 823-1664
antonio.fanizza@comcast.net

ES PLAINES, ILLINOIS 60016

FL. (847) 823-5664

363 LECHNER LANE
Email

ANTONIO FANIZZA ASSOC. LTD
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© 2022 ANTONIO FANIZZA ASSOC. LTD.
THESE DRAWINGS AND SPECIFICATIONS ARE
PROPERTY OF ANTONIO FANIZZA ASSOC.
LTD., WERE PREPARED FOR USE ON THIS
SPECIFIC SITE AND FOR A SPECIFIC DATE
AND SHALL NOT BE COPIED, OR REPRO—
DUCED IN ANY FORM OR MEANS AVAILABLE
WITHOUT WRITTEN AUTHORIZATION.
UNAUTHORIZED USE IS NOT ALLOWED. IT IS
FURTHER ASSUMED PRIOR OF DRAWINGS
USE, ALL FEES HAVE BEEN PAID IN FULL.
FAILURE TO DO SO, THE USER WILL BE
RESPONSIBLE FOR ALL COURT COST AND
LEGAL FEES.

| HEREBY CERTIFY THAT THIS PLAN AND
SPECIFICATION WAS PREPARED BY ME

OR UNDER MY DIRECT SUPERVISION AND
THAT | AM A DULY REGISTERED ARCHITECT.
UNDER THE LAWS OF THE STATE OF ILLNOIS
AND THE VILLAGE OF SCHILLLER PARK CODES
& ORDINANCES. THEY ARE IN COMPLIANCE
WITH ALL APPLICABLE CODES INCLUDING
THE ENVIRONMENTAL BARRIERS

ACT (410-ILCS) AND THE ILLINOIS
ACCESSIBILTY CODE (71 ILL. ADM. CODE
CODE 400)."  AS SIGNIFIED BY MY HAND
AND SEAL.
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